11, LOCATION OF HAND OPERATED CROSSOVERS BE-
TWEEN MAIN TRACKS.

%t;atiotn 21\]’.1121 Station MP
ornton = ol M SRS s 49-50
Chicago Heights ___*25-40 ng:zg: 53-18
Chicago Heights _____*27-8 YT PR 60-18
Chicago Heights ______ 27-34 Sk R A
Balmo ... _____*39.90 Papmeau .............. 63-50
Goodenow ... 34-12 Pittwoed ¥ — — 7 71-36
Beecher .. 37-12 Watseka 77-23
Grant Park _____________45-1 *Facing Point.

13. UNIFORM CODE OF OPERATING RULE CHANGES.
(2.) TIMETABLE SCHEDULES:

Schedules for regular trains may be established by General
Order designating class, direction, number and movement for
such train.

Trains so established will operate under the same rules and
with the same authority as if they were shown in timetable.

(3.) MAX. may be used for abbreviation of maximum.

(4.) A yellow stripe around switch staff or operating lever
of hand throw switch will indicate that diverging track is pro-
tected by derail.

(5.) RULE 209: Train orders may be duplicated mechanically.
Printed Form X Ex, 3 showing multiple locations may be used.

(6.) RULE 330: — 5 minutes or more will be considered delay,
except when any delay occurs after passing Approach Signai
to an interlocking, train or engine must approach Absolute
Signal of interlocking at low speed.

(7.) RULE 510 (2): Employes must not ride or walk on the
roof of any moving car. Head brakeman on freight trains will
ride in lead unit when practicable,

(8.) TIME SERVICE AND WATCH INSPECTION: Em-
ployees required to use standard watches must present watch
and certificate to a designated inspector once each two years for
inspection,

Employees in charge of standard clocks must, during each
tour of duty secure correct time from Train Dispatcher and set
clock when found to differ 30 seconds or more from correct
time, If standard clock will not maintain correct time, it must
be removed from service and face covered.

14. USE OF RADIO.

When granting authority by radio for a train tc move through
the limits of an approach order, stop order or conditional stop
order, after track is cleared and safe for passage and foreman
has contacted train involved, he must identify himself thus:

(example) “Foreman Smith in charge of tamping gang
using order No. 522 between MP 80 and MP 81 Chester
Subdiv.”, and will advise the engineer “Tamping gang
is clear of East track. Extra 620 North may proceed
not exceeding 30 MPH.”

The engineer must identify himself as follows:
“Engineer Jones on Extra 620 North”, and will ac-
knowledge instructions “Extra 620 North 30 MPH
MP 81 to MP 80 on order No. 522.”

After foreman has responded “OK” train may proceed as
authorized.

15. HOT BOX AND DRAGGING EQUIPMENT DETECTORS
LOCATED AT.

MP 46-45 and MP 73-30 equipped with indicators. When hot
box is indicated, train must be stopped immediately and in-
spected.

16. Business Tracks

MP Sta. No. MP Sta. No.

Thornton ——— 21,7 ZA-22 Crant Park .. L. 44,7 ZA-45

_30.4 ZA-30 Wichart e e e b ZA-b8

S e Papineau . 64.2 ZA-64
Balmo =825 ZA-33

Martinton. =~ =" = 677 ZA-68

Goodenow .. —34.2  ZA-34  pittwood . 11,6 ZA-72

Beecher ____.____ 3876 1 ZA-88 ' Qealer .- 0" ahg . ZA-80

Sollitt i 4150 ZA-41 Woodland 818 ZA-82

& ¢

N

EXPLANATION OF CHARACTERS
§—Track Scale.
n—Northward.

s—=Southward.
& —Train Order Office.

@® —Automatic Interlocking.
®—Radio Base Station.
D—Diesel Fuel Oil.

@ —Manual Interlocking.
T—Turntable or Wye.

W—Water. ® —General Order Book and
® —Railroad Crossing at .Standard'Clock.
Grade. Register Stations are shown

®—Yard Limits. in full-face type.

ROADWAY SIGNS

YELLOW.
YELLOW\ ?
STATION ONE MILE SIGN 45
ONE MILE FROM STATION OR 1 §

FIRST SWITCH OF SIDING APPROACH SIGN
WHICHEVER IS NEARER, ON
SINGLE TRACK IN TRAIN
ORDER TERRITORY. NOT USED
ON BRANCH LINES.

X

PERMANENT SPEED
RESTRICTION SIGN

2 GREEN—> \
RED
WHISTLE SIGN
NUMERAL, WHEN

ATTACHED, DENOTES PERMANENT RESUME

NUMBER OF CROSSINGS s STOP SIGN
GREEN)
I YELLOW I 4
TEMPOR YELLOW
RAILROAD CROSSING- ORARY, FEMPORARY
JUNCTION.- SPEED RESUME
DRAWERIDGE RESTRICTION  SPEED
ONE MILE SIGN SIGN SIGN YARD LIMIT SIGN

N islls]

STOP SIGN
(PER RULE 10(J)

END OF ABS

SPRING SWITCH SIGN

H. S. VIERLING, Vice President
W. J. FARRELL, General Manager.
L. V. HOBBS, Asst. General Manager.
J. B. McCORMACK, General Superintendent.
L. L. CARMICHAEL, Superintendent.

i

CHICAGO & EASTERN ILLINOIS RAILROAD CO.
LOUISVILLE AND NASHVILLE RAILROAD CO.

JOINT

TIMETABLE

No.

CHICAGO DIVISION
BETWEEN

Chicago and Woodland Jct.

Effective 12:01 a. m. Sunday, Apr. 15, 1973

CENTRAL STANDARD TIME

FOR THE GOVERNMENT OF
EMPLOYEES CONCERNED

The Railroad Company Reserves the Right to Vary
Therefrom as Circumstances May Require.

D. L. MANION, Vice President—Operation.

. G. GERMAN, Asst. Vice Pres.—Engineering.

J. M. TOLER, Assistant Vice Pres.—Transportation.
J. W. GESSNER, Gen. Manager—Transportation.

N. W. DERRYBERRY, Asst. Gen. Mgr. Transportation,



CHICAGO DIVISION

SOUTH NORTH ; Sidings
A Station
Miles STATIONS Numbers | Cars Feet
0.0 CHICAGO (Dearborn)...........| ZA0 !
33 NTH STREET...... ... E§WD ® St BT AR
16.9 DOETON - JOT i vvs svswss . ®®| ZA-17 S TR

YARD CENTER. T®D® m§@W Q| ZA-18 Yd.
= THOR(I;T%‘ON JOT GT...Q®®OQ] ZA20 J........Jecenen :

26.8 L S 6 DS B s Dl R Bl
27.0 = TAY . ORI &R QBOO]. .o
27.8 OHICAGO HEIGHTS.......... | zA-27 Y s
28.8 STEGERé R ety ®| za-29 122 | 6106
-
49.7 PENOE ®PO.......ccozns ®@00)]....... el
0.2 n 110 | 5

49.9 MO RO L e L ZA50 |s 76 | 3806

R DR = WATSEKA ®RTPW........®@®OQ| ZA77 |........ A

82.6 WOODLANDIFOI. Saviss i L ZAssiS e
82.6

SPECIAL INSTRUCTIONS

C&EI and L&N employees using this joint trackage will be
governed by the Uniform Code of Operating Rules effective
June 2, 1968 and this timetable, Employees of both railroads
will be governed by the general instructions of their respective
employers, except as modified by the Uniform Code of Oper-
ating Rules and this timetable,

ABS — Between Yard Center and Woodland Jet.

CTC — Between southward interlocking signal Watseka and
‘Woodland Jct.

Two main tracks between Yard Center and Woodland Jct.
designated Northward and Southward tracks.

Signal indication with current of traffic, Rules 450-453 inc.
in effect between Yard Center and Southward interlocking signal
Watseka.

Authority for movement against current of traffic will be ob-
tained:

Between Dolton Ject, and Thornton Jet.—Verbal authority of
yardmaster,

Between Thornton Jet. and Chicago Heights — authority of
train dispatcher relayed verbally thru operator.

Between Chicago Heights and Watseka—by train order.

Trains moving against current of traffic between Yard Center
and Watseka must not exceed a speed of 49 MPH and be gov-
erned by Rule 99.

Southward trains originating Yard Center secure clearance.

Trains will not require clearance at Woodland Ject.

Operation between Chicago and Yard Center over C&WI R.R.
Be governed by their rules and special instructions.

Rule 99(j) in effect.
Yard Limits: Dolton Jet. — MP 31-00,

1. MAXIMUM SPEED MPH
Between Yard Center and Woodland Jet. ... 60
(except as below)
Dolton Jet.—Thornton Jet 15
Southward track MP 49-0—MP 51-0_____.______________ 50

2. ENGINE SPEED:
Engines must not be operated or handled in tow at speeds
in excess of maximum permissable speed for that type
engine.
Engines running light must not exceed 45 MPH.
Engines without pilot on end facing direction of move-
ment or when shoving cars must not exceed 25 MPH.

Engines with flat spots in excess of 2% inches must not
be handled in excess of 10 MPH unless authorized by
Superintendent,

3. SPEED RESTRICTIONS: (Where maximum Train or
Engine speed is LOWER, it will govern).

3-A. SPEED RESTRICTIONS THRU CROSSOVERS,

TURNOUTS AND SPRING SWITCHES: MPH
Thru No. 10 turnouts and crossovers, entire train . 15
Thru No. 15, 16 and 20 turnouts and crossovers, entire

Train

In straightaway movement when moving points of No.
10 spring switch
In straightaway movement when moving points of No.
15, 16 and 20 spring switches
In straightaway movement, when lead wheels have
passed over points of spring switches, maximum
speed may be resumed.

All hand throw switches are No. 10 or less. All remote control
switches are No. 15, No. 16 or No. 20, except those at Yard
Center, Thornton Ject., Pence and Watseka are No. 10.

3-B. TRAINS HANDLING WORK EQUIPMENT.

MPH
Locomotives Craines (boom must be disconnected) .. . ... 30
Bridge Derrick Cars (non-revolving) ... ............ 30

Bridge derrick cars (non-revolving) mustbecoupled
to flat car and support provided for boom; boom must
be chained or cabled to car stake irons with sufficient
play to allow for not less than 3 inches nor more than
6 inches lateral movement and uncoupling levers must
be disconnected between derrick car and idler car.
Derrick cars may be handled in train with boom ahead
or trailing as requested by messenger accompanying.
Ditchers and Burro Cranes, loaded on flat cars. ..... ... 30
Except Burro Cranes when loaded on MPX 15000—
15018 Inc. loaded on TPX 15026—15032 Inc., MPX
15094 or TPX 15108—Max. Frt. Train speed.

Note—When maximum train speed is 30 MPH or less, speed
of trains handling work equipment shown above, must be re-
stricted to five miles per hour less than such maximum freight
train speed.

Wrecking Cranes. Ditchers and Jordan Spreaders.

Boom of wrecking cranes must be in trailing position. Speed of
trains handling must be restricted according to maximum
permissible speed of freight trains, as shown in following
table, except ditchers and Jordan Spreaders will be re-
stricted to 15 MPH if not headed in working direction and
must be headed in working direction at first opportunity.
Max. Frt. Train Speed Permissible Speed

15 10
49-60 40
Spray Cars, when side spray booms have been removed,
or raised and fastened in vertical position.____ Maximum Speed
Scale test cars except MPX 197-198.................. 30 MPH
MY O B8 ai St T e A e Mazx, Speed

Handle scale cars on rear, if more than one, space 3 cars apart.
Loaded welded or jointed rail trains and snow plows. .40 MPH

Unless otherwise instructed by Superintendent, rail trains
will be restricted to 70 cars, rail cars will be handled on head
end next behind buffer cars. No train moves are to be made
while men are in the process of coupling rails or while men
are standing on transition car. In no case will Engineer take
slack or move train until authorized to do so by Roadmaster or
Assistant Roadmaster,

3-C. The movement of Derricks, Cranes and other such equip-
ment on its own wheels, on Revenue billing will be handled
only on authority of Superintendent and at a speed not to exceed
30 MPH.

3-E.. TRAIN ORDER FORM X, REQUIRED WHEN HAND-
LING RESTRICTED EQUIPMENT:

When there is to be handled any unit of equipment mentioned
in items 2 or 3 above, or equipment or shipments of excessive
vidth or height causing the speed of the train handling to be
restricted below the maximum train speed, or where clearance
«f struectures, or equipment on adjacent tracks may be close,
when practicable, a Train Order, Form X, must be issued, speci-
fying the restriction. When not practicable to obtain Train
Order, Form X, condr. must inform engr. of restricted equip-
nent, specifying maximum speed restricted equipment to be
handled, and notify dispr.

3-F. SHIPMENT REQUIRING CLOSE ATTENTION:

Unless otherwise directed by Superintendent, shipments of
xcessive height, width, weight or value or other unusual ship-
ments requiring close attention must be positioned in trains as
“lose to engine as practical, but in no case further than 5 cars
yehind engine, except cars accompanied by messenger, cars
requiring handling on rear end only, or cars moving in local
irains may be positioned not to exceed 5 cars ahead of caboose.

3-G. WORK EQUIPMENT OR MATERIAL CARS:

Work equipment or material cars designated by initials MPX,
{'?X or C&EI designated by prefix “A’”, and contractors spray
rains, must be handled in local freight trains only and not to
vxceed speed of 30 M.P.H. unless authorized by the superin-
tendent. The following cars are exempt from these instructions:

MPX-TPX wheel cars series 99000-99099

C&EI wheel cars series A 1036-1045

MPX flat cars 15000-15018 and TPX flat cars 15026-15032
MPX welded rail cars series 6500-6568, 6600-6636, 6650-6685
MPX tie cars series 8001-8078.

5. MAXIMUM GROSS WEIGHT LIMITATIONS:

Work equipment or cars exceeding following gross weight
mnust not be handled except as authorized by the Superintendent:

4-Axlen B SRl e M e I e 263,000 Ibs.
RS [ vt SN el ) SNl I S S T 394,500 1bg.
A TlaR L e e 526,000 lbs,

Such authority together with any restrictions, must be at-
‘ached to the Waybill. If speed restrictions required, Train
trder form X must be issued covering, when practicable.

6. RAILROAD CROSSING AT GRADE:

Equipment must not be left standing within interlocking limits
inless coupled to other equipment extending beyond such limits.

7. OPERATION OVER FOREIGN LINES:

Unless otherwise provided; trains and engines using foreign
lines will be governed by the rules and instructions of the line
being used. Foreign line employees are subject to rules and
mstructions of this railroad while occupying its tracks,

8. RAIL DETECTOR CARS:

Sperry rail detector test cars, when testing rail, must not
occupy main track in CTC territory except as prescribed by
Rule 402,

10. OPERATION OF ENGINES:

1. When engs. are moved from mechanical facility to train
or viee versa, the controls will be handled from the lead unit
when particable. This will not apply when making short backup
movements,

2. OPERATING DIESEL ENGINES THROUGH WATER:

Unless otherwise directed by officer at point of high water,
diesel engines must not be moved or allowed to stand in water
which is more than three inches above top of rail. Movement
through water three inches or less above top of rail must not
exceed two miles per hour, to prevent water getting inside trac-
tion motors. If any probability of water having entered motors,
cover on motors should be removed and motor examined. If water
has enter motor, motor must be cut out,

3. PASSING BETWEEN DIESEL UNITS:

Train and Enginemen, except in emergency, must not pass

| from one unit to another while units are in motion,



