
ST. LOUIS AREA
TIMETABLE #3

Effective 0001 Sunday, July 02, 2006

PB-27033

D. J. Duffy, Executive Vice President - Operations
J. H. Koch, Vice President - Transportation

L. M. Fritz, Vice President - Northern Region
R.S. Blackburn, Vice President - Central Region

J. M. Santamaria, Vice President - Southern Region
T. F. Jacobi, Vice President - Western Region
W. E. Wimmer, Vice President - Engineering

D. H. Jacobson, Vice President - Operating Services
J. H. Rebensdorf, Vice President - Network Planning & Operations

R. M. Grimaila, Sr. AVP - Safety, Environmental & Security
B. J. Kanuch, Chief Mechanical Officer

S. R. Barkley, Vice President - HDC & Network Operations

This document supersedes:

Union Pacific Railroad St. Louis Timetable 2 effective Oct 29, 2000



EXPLANATION OF CHARACTERS
Symbol Represents Symbol Represents

CTC CENTRALIZED TRAFFIC CONTOL
CTC CENTRALIZED TRAFFIC CONTOL
ATC AUTOMATIC TRAIN CONTROL
ATC AUTOMATIC TRAIN CONTROL
ABS AUTOMATIC BLOCK SIGNAL SYSTEM
DT DOUBLE TRACK

ABS AUTOMATIC BLOCK SIGNAL SYSTEM
TWC TRACK WARRANT CONTROL
TWC TRACK WARRANT CONTROL
ABS AUTOMATIC BLOCK SIGNAL SYSTEM
#MT MULTIPLE MAIN TRACK - # (number MT's)

! SIDING WITH ENTERING SIGNAL ALLOWING ASPECT 
MORE FAVORABLE THAN LUNAR

(A) AUTOMATIC INTERLOCKING
B BASE RADIO STATION
D DRAW BRIDGE

(G) GATE-NORMAL POSITION AGAINST CONFLICTING 
ROUTE

G GATE-NORMAL POSITION AGAINST THIS SUBDIVISION
(M) MANUAL INTERLOCKING
(S) STOP SIGN
T TURNING FACILITY

(X) RAILROAD CROSSING AT GRADE
X CROSSOVER BETWEEN MAIN TRACKS                     

DUAL CONTROL SWITCHES
Y YARD LIMITS

(Z) MANUAL INTERLOCKING WITH A RELEASE BOX AND A 
M/W KEY RELEASE, IF EQUIPPED

(9) SPECIAL INSTRUCTIONS APPLY ITEM 9
(11) SPECIAL INSTRUCTIONS APPLY ITEM 11
N NORTHWARD
S SOUTHWARD
E EASTWARD
W WESTWARD
C CENTER

+ HEAD - END RESTRICTION ONLY
(R) REDUCE / RESUME SPEED SIGNS AT OTHER THAN 

PRESCRIBED LOCATION
(#) HOT BOX AND DRAGGING EQUIPMENT DETECTOR 

STATION EQUIPPED WITH RADIO TRANSMITTED 
VERBAL INDICATOR

# HOT BOX DETECTOR STATION EQUIPPED WITH RADIO 
TRANSMITTED VERBAL INDICATOR

@ HOT BOX AND DRAGGING EQUIUPMENT DETECTOR 
STATION EQUIPPED WITH RADIO TRANSMITTED 
VERBAL INDICATOR - TALK ON DEFECT ONLY WITH 
HOLD OR STOP SIGNALS

$ HOT BOX DETECTOR STATION EQUIPPED WITH RADIO 
TRANSMITTED VERBAL INDICATOR - TALK ON DEFECT 
ONLY

% DRAGGING EQUIPMENT DETECTORS WITH RADIO 
TRANSMITTED VERBAL INDICATOR - TALK ON DEFECT 
ONLY

& HIGH WIDE SHIFTED LOAD AND DRAGGING 
EQUIPMENT DETECTOR EQUIPPED WITH RADIO 
TRANSMITTED VERBAL INDICATOR

(@) WHEEL IMPACT DETECTORS EQUIPPED WITH RADIO 
TRAMSMITTED VERBAL DEFECT INDICATORS - TALK 
ON DEFECT ONLY

(&) HIGH WIDE SHIFTED LOAD AND DRAGGING 
EQUIPMENT DETECTOR - TALK ON DEFECT ONLY

Track Diagram 
Color Codes

CTC

ABS

TWC

ABS TWC

Area # Area Name Timetable 
Item #

OTHER AVAILABLE REFERENCE MATERIAL
Area # Area Name Timetable 

Item #

1 Portland PB-27020

2 Salt Lake City PB-27021

3 Roseville PB-27022

4 Los Angeles PB-27023

5 Sunset PB-27024

6 Denver PB-27025

7 North Platte PB-27026

8 Council Bluffs PB-27027

9 Kansas City PB-27028

10 Salina PB-27029

11 Iowa PB-27030

12 Twin Cities PB-27031

13 Chicago PB-27032

14 St. Louis PB-27033

15 North Little Rock PB-27034

16 Dallas / Ft. Worth PB-27035

17 Houston PB-27036

18 San Antonio PB-27037
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ST. LOUIS  AREA
Station Name Circ7 # Subdivision Page #

144TH STREET 4VILLA GROVE
145TH STREET 4VILLA GROVE
159TH STREET 4VILLA GROVE
162ND STREET 4VILLA GROVE
26th ST YARD ZA027 4VILLA GROVE
4th STREET 22DESOTO
81ST STREET ZA009 4VILLA GROVE
AIRPORT (Trk.1) 16CHESTER
ALTAMONT ZC219 10SALEM
ALTON ZS257 32SPRINGFIELD
AMES MX102 38JEFFERSON CITY
ANCELL C135 16CHESTER
ANNAPOLIS X108 22DESOTO
ARDEOLA C159 16CHESTER
ATHOL ZS155 32SPRINGFIELD
ATLANTA ZS146 32SPRINGFIELD
AUBURN ZS200 32SPRINGFIELD
AVERT C164 16CHESTER
BALLARD ZS107 28JOLIET
BARRACKS X010 22DESOTO
BEECHER ZA038 4VILLA GROVE
BEN ZA074 4VILLA GROVE
BENTON ZC302 12MT. VERNON
BENTON CONN 12MT. VERNON
BENTON JCT. ZC298 14MARION
BENTON JCT. ZC298 12MT. VERNON
BERGER MX074 38JEFFERSON CITY
BISMARCK X075 22DESOTO
BLACK RIVER JCT. X164 22DESOTO
BLACKWELL X051 22DESOTO
BLAKE ST 14MARION
BLOCK ZB136 4VILLA GROVE
BLOOMINGTON YARD ZS127 28JOLIET
BLOOMINGTON YARD ZS127 32SPRINGFIELD
BN TARGET 32SPRINGFIELD
BNSF CROSSING 16CHESTER
BNSF CROSSING       43SIKESTON
BNSF CROSSING 12MT. VERNON
BONNOT JCT. MX116 38JEFFERSON CITY
BRIGHTON ZS246 32SPRINGFIELD
BROADWAY JCT. GH011 22DESOTO
BUSH CD024 12MT. VERNON
CADET X 057 26PEA RIDGE
CADET X057 22DESOTO
CADWELL ZB168 8PANA
CAPEDEAU JCT. (Trk.1) C132 16CHESTER
CARLINVILLE ZS224 32SPRINGFIELD
CHAP C094 12MT. VERNON
CHAP C094 16CHESTER
CHARLESTON JCT. XD025 16CHESTER
CHENOA ZS102 28JOLIET
CHESTER C070 16CHESTER
CHESTER C 070 20PINCKNEYVILLE
CLARKSBURG ZC200 10SALEM
CN CROSSING 20PINCKNEYVILLE
CN&CSX CROSSING 8PANA
COAL CITY ZT066 36PEQUOT
CORA (Trk.1) 16CHESTER
CORA JCT. C081 16CHESTER

Station Name Circ7 # Subdivision Page #
COULTERVILLE MI049 27SPARTA
CSX CROSSING 12MT. VERNON
DAVIS JCT. X003 22DESOTO
DE SOTO X042 22DESOTO
DELTA D074 16CHESTER
DEXTER JCT. XD026 43SIKESTON
DEXTER JCT. (Trk.2&3) XD026 16CHESTER
DOLTON JCT. ZA017 4VILLA GROVE
DOZIER MX031 38JEFFERSON CITY
DUPO C015 16CHESTER
DWIGHT ZS073 28JOLIET
EAST ST. ELMO ZC221 10SALEM
ELKHART ZS168 32SPRINGFIELD
ELLIS ZB108 4VILLA GROVE
ELWOOD ZS046 28JOLIET
End Of UPRR Track 42NEW MADRID
FINDLAY ZB185 8PANA
FINDLAY JCT. ZB186 8PANA
FINDLAY JCT. ZB186 10SALEM
FLINTON (D048 Trk.1) C058 16CHESTER
FORD C073 16CHESTER
FULTS C042 16CHESTER
GADS HILL X120 22DESOTO
GAGE JCT. C060 16CHESTER
GAGE JCT. C 060 27SPARTA
GARD ZB260 8PANA
GASCONADE JCT. MX086 38JEFFERSON CITY
GIRARD ZS211 32SPRINGFIELD
GLOVER ZB126 4VILLA GROVE
GODFREY ZS252 32SPRINGFIELD
GOODWINE ZB092 4VILLA GROVE
GORHAM (Trk.2) C093 16CHESTER
GORHAM JCT. 12MT. VERNON
GRAND AVE. MX002 38JEFFERSON CITY
GRATIOT ST 38JEFFERSON CITY
GRIMSBY CD003 12MT. VERNON
HALSEY JCT. C104 16CHESTER
HAZEL DELL 32SPRINGFIELD
HILLCREST X017 22DESOTO
HILLSBORO ZB232 8PANA
HOLE-IN-THE-WALL ZB292 32SPRINGFIELD
HOWARDTON JCT. C100 16CHESTER
HOYLETON MI024 27SPARTA
HUSTON  CD006 12MT. VERNON
IDALIA 16CHESTER
ILES ZS187 32SPRINGFIELD
ILLMO C133 16CHESTER
INA ZC287 12MT. VERNON
INDIAN CREEK XA072 26PEA RIDGE
IRON MTN. JCT. X 001 22DESOTO
IVORY X007 22DESOTO
JACOB C090 16CHESTER
JAY ZA026 4VILLA GROVE
JEFFERSON CITY MX125 38JEFFERSON CITY
JOAN ZB243 8PANA
JOLIET ZS036 28JOLIET
JSW JCT. CA060 20PINCKNEYVILLE
KEEFER CREEK MX021 38JEFFERSON CITY
KELL ZC263 12MT. VERNON
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ST. LOUIS  AREA
Station Name Circ7 # Subdivision Page #

KIDD C056 16CHESTER
KING ZC319 14MARION
KINMUNDY ZC242 10SALEM
KIRK JCT. MX012 38JEFFERSON CITY
LENOX ZB277 32SPRINGFIELD
LENOX ZB277 8PANA
LILBOURN XC021 42NEW MADRID
LINCOLN ZS156 32SPRINGFIELD
MAPLEWOOD MX007 38JEFFERSON CITY
MARION ZC317 14MARION
MAZONIA ZS063 28JOLIET
MAZONIA ZS063 36PEQUOT
McLEAN ZS141 32SPRINGFIELD
MENARD JCT. C069 16CHESTER
MESLER C154 16CHESTER
MINERAL POINT X061 22DESOTO
MO JCT. (Trk.1&3) C179 16CHESTER
MOMENCE ZA050 4VILLA GROVE
MONTEREY JCT. SM289 37MONTEREY
MOREAU MX124 38JEFFERSON CITY
MORRISON JCT. MX091 38JEFFERSON CITY
MT VERNON JCT. 12MT. VERNON
MT. VERNON ZC276 12MT. VERNON
MT. VERNON JCT. ZC276 20PINCKNEYVILLE
NASHVILLE MI034 27SPARTA
NEILSON JCT. ZC324 14MARION
NEW WILSON CA023 20PINCKNEYVILLE
NILE C125 16CHESTER
NILWOOD SM275 37MONTEREY
NILWOOD SM275 32SPRINGFIELD
NORMAL ZS124 28JOLIET
NORTH DEXTER C174 16CHESTER
NORTH DUPO C013 16CHESTER
NORTH JCT. 27SPARTA
NS & CSX Crossing 12MT. VERNON
OAKDALE ZA010 4VILLA GROVE
ODELL ZS082 28JOLIET
OHLMAN ZB213 8PANA
OSAGE JCT. MX117 38JEFFERSON CITY
PACE MX058 38JEFFERSON CITY
PACIFIC (TRK.2) 38JEFFERSON CITY
PANA ZB205 8PANA
PARKS C011 16CHESTER
PEA RIDGE XA084 26PEA RIDGE
PENCE ZA049 4VILLA GROVE
PEQUOT ZT068 36PEQUOT
PERCY CA018 20PINCKNEYVILLE
PIEDMONT X127 22DESOTO
PINCKNEYVILLE CA031 20PINCKNEYVILLE
PONTIAC ZS093 28JOLIET
POPLAR BLUFF X166 22DESOTO
POTTS C117 16CHESTER
Q TOWER ZB290 32SPRINGFIELD
QUARRY C138 16CHESTER
RADDLE JCT. C085 16CHESTER
RANDLES C149 16CHESTER
REILY C063 16CHESTER
RIDGLEY ZS183 32SPRINGFIELD
RIVER JCT. MX128 38JEFFERSON CITY

Station Name Circ7 # Subdivision Page #
RIVERSIDE X026 22DESOTO
ROCKVIEW JCT. 16CHESTER
ROCKWOOD JCT. C077 16CHESTER
SALEM 12MT. VERNON
SALEM ZC252 10SALEM
SAUK TRAIL ZA031 4VILLA GROVE
SCHELLER 20PINCKNEYVILLE
SHIPMAN ZS238 32SPRINGFIELD
SIBLEY BLVD. 4VILLA GROVE
SIDNEY 4VILLA GROVE
SIMBCO C129 16CHESTER
SOUTH DUPO C015S 16CHESTER
SOUTH JCT. 27SPARTA
SOUTH JOLIET ZS039 28JOLIET
SOUTH POINT MX052 38JEFFERSON CITY
SPARTA MI058 27SPARTA
SPRINGFIELD ZS185 32SPRINGFIELD
ST. ANNE ZA060 4VILLA GROVE
ST. PETER ZC236 10SALEM
STEELEVILLE CA016 20PINCKNEYVILLE
SULLIVAN ZB176 8PANA
SUMMIT MX037 38JEFFERSON CITY
TAMAROA CA041 20PINCKNEYVILLE
THORNTON JCT. ZA020 4VILLA GROVE
TIP TOP X092 22DESOTO
TUSCOLA ZB153 8PANA
TWELFTH STREET ZA025 4VILLA GROVE
UD TOWER 28JOLIET
VAL C029 16CHESTER
VALLEY JCT. C009 16CHESTER
VALLEY JCT. 32SPRINGFIELD
VALLEY JCT.CONN 16CHESTER
VENICE ZS278 32SPRINGFIELD
VIENNA JCT. ZC340 14MARION
VIERLING JCT. ZB274 8PANA
VILLA GROVE ZB145 4VILLA GROVE
VILLA GROVE ZB145 8PANA
WALSH JCT. ZB239 8PANA
WALTONVILLE CA053 20PINCKNEYVILLE
WANN ZS262 32SPRINGFIELD
WATSEKA ZA077 4VILLA GROVE
WEBSTER MX011 38JEFFERSON CITY
WEST DRILL (TRK.1) 38JEFFERSON CITY
WEST LABADIE MX044 38JEFFERSON CITY
WEST ST. ELMO ZC226 10SALEM
WICKES X019 22DESOTO
WILLIAMSVILLE X146 22DESOTO
WILMINGTON ZS053 28JOLIET
WOODLAND JCT. ZA083 4VILLA GROVE
WOODRIVER ZS263 32SPRINGFIELD
WR TOWER ZB283 32SPRINGFIELD
YARD CENTER ZA018 4VILLA GROVE
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VILLA GROVE SUBDIVISION (0040)4

Radio Display:
81st Street to Woodland Jct. - 2020 -*53
Woodland Jct to Villa Grove - 6565 -*31

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC9.0 I009 81ST STREET ZA009
2MT (1.1)

10.1 I010 OAKDALE ZA010
(6.4) (X)CRL(M)

16.5 I916 CP I916
(0.2)

16.7 DOLTON JCT. ZA017(X)CSX(M)

(0.5) (X)IHB(M)
17.2 I016 144TH STREET X

(0.4)
17.6 I017 145TH STREET X

(0.4)
18.0 YARD CENTER ZA018 Yard

(0.1)
18.1 I018 SIBLEY BLVD. X

(0.8)
18.9 I919 CP I919 (Trk.1)

(0.5)
19.4 I019 159TH STREET X

(0.4)
19.8 I020 162ND STREET X

(0.3)
20.1 THORNTON JCT. ZA020

(5.8) (X)CN(Z)
25.9 I026 TWELFTH STREET ZA025X

(1.1)
27.0 JAY ZA026

(0.8) (X)EJ&E(M)
27.8 26th ST YARD ZA027 YardX

(0.1)
27.9 I028 SAUK TRAIL ZA031X

(7.9)
DT35.8 I036 BEECHER ZA038(M)X

ABS (13.9)
49.7 I050 PENCE ZA049

(0.2) (X)NS(Z)
49.9 MOMENCE ZA050 Yard

(10.2)
60.1 ST. ANNE ZA060

(13.6) (X)KBS(A)
CTC73.7 I074 BEN ZA074X
2MT (3.8)

77.5 I078 WATSEKA ZA077X
(4.9) (X)TPW(M)

CTC82.4 I083 WOODLAND JCT. ZA083X
(10.5)

92.9 I093 GOODWINE ZB092 10136
95.0 I095 (13.8)

106.7 I107 ELLIS ZB108 9308
108.8 I109 (19.2)
125.9 I126 GLOVER ZB126 8174
127.6 I128 (7.0)
132.9 I133 SIDNEY

(1.3)
134.2 I134 BLOCK ZB136 12111
136.7 I137 (10.4)
144.6 I145 VILLA GROVE ZB145 10537

(135.6)

SI-01 MAIN TRACK AUTHORITY

CTC - 2MT between:                   CP I009 and CP I036;
CP I074 and CP I083.

CTC between:             CP I083 and CP I145.

Rule 9.14 between:                   CP I036 and CP I074.

Track Permits Rule 9.15 between:                                 CP I036 and
CP I074 on both main tracks. 
Trains moving against the current of traffic 
between CP I036 and CP I074 must approach 
interlockings at Pence, MP 49.7, and St. Anne, 
MP 60.1, at Restricted Speed until interlocking 
is occupied.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

9.0 and 144.6  
   60(Except as Below)..................

Between Mileposts

9.0 and  16.0......................     40 
16.0 and  20.1.....................     20 
20.1 and  28.0.....................     40 
49.7 (X)...........................     40 
60.1 (X)...........................     40 
77.5 (X)...........................     40 

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 10 
MPH above maximum authorized speed for freight 
trains.

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
Goodwine............................... 10

2. Dual Control Switch Turnouts
CP I036................................ 40
CP I009,  CP I016, CP I017, CP I018,  
CP I019, Jay (EJ&E Conn.) and CP I050..

       
15

CP I919................................ 10
CP I916 and Dolton Jct.             
(CSX connection) ......................

       
20

3. Misc. Speed Restrictions
Trains handling dimensional or 
excessive dimensional loads between   
MP 64.0 and MP 71.7 and between       
MP 78.3 and MP 82.0....................

       
       
       
30

SI-04 MAIN TRACK DESIGNATIONS
                         CP I009 and CP I083.Two main tracks between:

 SI-05 MILEPOST EQUATIONS - None.
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VILLA GROVE SUBDIVISION (0040) 5

SI-06 RCL OPERATIONS
             Yard Center is a designated Remote 
Control area.
Yard Center:

                                Beginning on track 
300 (Back Lead) starting approximately 175 feet 
north of the 300 switch to approximately 200 feet 
south of the 800 switch. Zone 2 is equipped with 
positive stop protection (PSP) that will stop 
southward RCL Movements before reaching the end of 
Zone 2. Remote control operator must notify the 
yardmaster when the remote control zone is 
activated and deactivated.
Pull back tonnage: 4350 tons per 4 axle braking 
locomotive.

Yard Center Zone 2 (Back Lead):

                                  Beginning on 
track 143 at the No. 1 switch to approximately 180 
feet north of the absolute signal at 159th street. 
Zone 8 is equipped with positive stop protection 
(PSP) that will stop southward RCL movements 
before reaching the end of Zone 8. Remote control 
operator must notify the yardmaster when the 
remote control zone is activated and deactivated. 
Pull Back Tonnage: 2200 tons per 4 axle braking 
locomotive. 

Yard Center Zone 8 (8 Yard Lead):

                                Beginning on Track 
140 at the No. 19 switch to approximately 150 feet 
north of the 141 switch. Zone 9 is equipped with 
positive stop protection (PSP) that will stop 
southward RCL movements before reaching the end of 
Zone 9. 
Pull Back Tonnage: 4350 tons per 4 axle braking 
locomotive.

Yard Center Zone 9 (East Lead):

                     
(East Lead, Middle Lead and Inbound Runner)
Beginning on Track 140 approximately 150 feet 
north of the 141 switch, to the southward Absolute 
signal on the Inbound Runner at CP I020 162nd 
Street. This includes the Middle Lead. Zone 10 is 
equipped with positive stop protection (PSP) that 
will stop southward RCL movements before reaching 
the end of Zone 10. 
Pull Back Tonnage: 4350 tons per 4 axle braking 
locomotive.

Yard Center Zone 10:

                                             
Entering a Remote Control Zone: Contact the 
Yardmaster or the RCO on channel 6969 to determine 
if the Zones are active. RCO must notify the 
Yardmaster when the Zone is activated and 
deactivated.

Entering a Remote Control Zone, Yard Center:

                                        
(Ford Switching Lead)
Beginning on track 115 approximately 25ft. west of 
the 115 switch to 50ft. east of the bumping post. 
Zone is equipped with Electronic Detection 
Protection (EDP) that will stop westward movements 
before reaching the end of zone. 
Pull back tonnage: 3200 tons per 4 axle braking 
locomotive.

Chicago Heights Industrial Lead Zone 3:

                                Contact the 
foremen on the following jobs on channel 6969 to 
determine if the zones are active:
C61R from 0630 to 1430;
C71R from 1430 to 2230;
C41R from 2230 to 0630.
Mechanical and M/W must not enter an active remote 
control zone, the zone must be deactivated.

Entering remote control Zone 3:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
  (#) 32.2 
  (#) 45.0 
  (#) 62.3 

  (#) 75.7 
  (#) 91.3 
  (#) 103.4 

  (#) 122.7 
  (#) 140.0 

SI-08 RULES ITEMS
          Spring switch located at CP I128.Rule 8.9:
 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

ZA022Thornton ............................ 21.7
. . .Material Service Co. S............... 22.8
ZA024Char N............................... 24.5
ZA029Steger .............................. 28.8
ZA045Grant Park .......................... 44.7
ZA064Papineau N........................... 64.1
ZA068Martinton S.......................... 67.7
ZA072Pittwood N........................... 71.5
ZA080Coaler .............................. 79.6
ZA081Woodland N........................... 81.6
ZB103Reilly S.............................103.4
ZB117Dailey S.............................116.5
ZB120Royal ...............................120.0
ZB140Bongard N............................140.0

SI-11 INDUSTRIAL LEADS
                              (also see RCL Zones)
Extends from MP 25.9 to Chicago Heights 
Industrial Park. Six axle units prohibited except 
between the EJE main track connection and 
Wentworth Yard. 

Chicago Heights Ind Ld:(0041)

                          
Extends from Goodwine (MP 98.2) 5.9 miles to 
Cissna Park, MP 104.1.
FRA excepted track. 
Maximum gross weight - 143  Tons.

Business Tracks                                               MP      Sta.#'s

Cissna Park Ind ld:(0042)

Claytonville  .................. 94.2 ZF094 
Cissna Park  ................... 97.9 ZF098

                 Off main track at MP 144.7. 
Extends 1.9 miles to end of track.
FRA excepted track.

Westville:(9002)

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.
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VILLA GROVE SUBDIVISION (0040)6

SI-14 MISC. INSTRUCTIONS
                            Employees working in 
the Chicago Switching District, must have a copy 
of, and have in their possession while on duty, 
the current Chicago Operating Rules Association 
Operating Guide and update.

Chicago Switching District:

                                    The City of 
Chicago's Office of Emergency Communications 
(911) Center has identified five street crossings 
as being critical emergency routes. As a result 
of the City ordinance concerning this matter, 
train and engines crews be governed by the 
following instructions:
Critical emergency routes:
   95th Street   MP 10.6
   103rd Street  MP 11.64
   111th Street  MP 12.64
   State Street  MP 13.45
   130th Street  MP 15.45

When trains are stopped, or anticipate to be 
obstructing any of these crossings, for more than 
10 minutes, a crewmember must notify the train 
dispatcher immediately. Crewmember must also 
relay the expected amount of time for the 
crossing to be blocked.

Upon notification, the Chicago Command Center 
will contact the Office of Emergency 
Communications and provide the following:
Name of Railroad
Location of Crossing Obstructed
Reason for Obstruction
Call Back Phone Number
In addition, a crewmember must also notify the 
train dispatcher when the train is clear of the 
crossing. Upon notification of the crossing 
opening, the Chicago Command Center will contact 
the Office of Emergency Communications and 
provide 
information of the crossing being cleared.

City of Chicago's Emergency Routes:

                             Rule 9.9.1 (Passing 
Approach to Automatic Interlocking) applies as 
follows:
10 MPH applies instead of 25 MPH;
800 feet applies instead of 1000 feet. 

When the absolute signal at CP I020 displays a 
Stop indication and no conflicting movement is 
evident a crew member must immediately contact 
the train dispatcher and be governed by the train 
dispatchers instructions. 
When instructed to operate the emergency release 
the crew will then be governed by the 
instructions posted in the emergency release box.

Thornton Jct. (CP I020) (Z):

      Trains receiving a Stop indication at Jay 
must communicate with control operator at Kirk 
Yard EJE, Radio Display 1616.

Jay: 

SI-14 MISC. INSTRUCTIONS Continued...
                     Rule 9.9.1 (Passing Approach 
to Automatic Interlocking) applies.
When the interlocking signal displays a  STOP 
indication:
1. Contact UPRR train dispatcher.  
2. When authorized to pass signal displaying Stop 
indication and operate the time release by the 
train dispatcher, crew must then follow the 
instructions in the release box.

Maintenance of Way:
1. When moving equipment through the interlocking 
limits Rule 42.7.2 (Automatic Interlockings) 
applies. In addition, movement must be prepared 
to stop short of switch improperly lined and 
employee in charge must advise train dispatcher 
when equipment is clear of the interlocking 
limits.

2. When it is necessary to perform any 
maintenance or inspections within the 
interlocking limits Rule 136.4.8 (Automatic   
Interlockings) apply. In addition, employee in 
charge must advise  train dispatcher when men and 
equipment are clear of the   
interlocking limits.

Pence (CP I050) (Z):

                            secure UPRR track 
warrant at Danville.
Northward CSX and CP trains

                    secure UPRR track warrant at 
Tilton.
Southward NS trains

                                         Chief 
Engineer Bulletin 136.4.9 applies: A train 
approach warning system (TAWS) has been 
installed, inspected and is certified for use at 
the following locations: CP IO20 and CP IO36. 

Chief Engineer Bulletin 136.4.9 applies:
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PANA SUBDIVISION (0044)8

Radio Display:
Villa Grove to Findlay Jct. - 6565 -*31

Findlay Jct. to Lenox - 2020 -*31

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC144.6 I145 VILLA GROVE ZB145 10537
146.8 I147 (8.9)
153.5 I153 CN&CSX CROSSING

(0.3) (X) (Z)
153.8 I154 TUSCOLA ZB153 9587!
155.9 I156 (15.3)
169.1 I169 CADWELL ZB168 9989
171.1 I171 (7.0)
176.1 SULLIVAN ZB176

(7.0) (X)CN(A)
183.1 I183 FINDLAY ZB185 11361

(0.4)
185.5 I185 FINDLAY JCT. ZB186T

(20.2)
205.7 I206 PANA ZB205 7734!
207.3 I208 (7.2)
212.9 I213 OHLMAN ZB213 10442!
215.0 I215 (18.5)
231.4 I231 HILLSBORO ZB232 11736!
233.8 I234 (12.3)
243.7 I244 WALSH JCT. ZB239

(3.8)
247.5 I248 JOAN ZB243 9809!
249.6 I249 (16.2)
263.7 I264 GARD ZB260 10462!
265.9 I266 (10.0)

CTC273.7 I273 VIERLING JCT. ZB274
2MT (2.9)

275.6 I276 LENOX ZB277(X)(M)

(131.0)

SI-01 MAIN TRACK AUTHORITY

CTC:     Entire subdivision

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

144.6 and 275.6  
    60(Except as Below)..................

Between Mileposts

144.6 and  144.8...................     50 
153.3 and  153.8...................     40 
164.8 and  165.0...................     50 
175.6 and  176.6...................     30 
204.8 and  227.0...................     25 
275.5 and  275.6   Trk1............     10 

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 
10 MPH above maximum authorized speed for 
freight trains.

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual  Control Switch Turnouts
CP I185................................ 40
CP I276................................ 15

3. Misc. Speed Restrictions
BNSF iron ore trains loaded or empty 
between Walsh Jct and Lenox............

       
40

SI-04 MAIN TRACK DESIGNATIONS
                          Vierling Jct. and Lenox.Two main tracks between:

 SI-05 MILEPOST EQUATIONS - None.

SI-06 RCL OPERATIONS
                    St. Louis Terminal is a 
designated remote control area. 
St. Louis Terminal extends out to MP 276.0.

St. Louis Terminal:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 160.7 
 (#) 179.5 

 (#) 198.5 
 (#) 219.2 

  (#) 241.5 
  (#) 260.5 

 SI-08 RULES ITEMS - None.

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

ZB159Bourbon N............................159.4
ZB165Arthur ..............................164.7
ZB185Findlay .............................185.2
ZB222Witt S...............................222.6
ZB227Irving N.............................226.8
ZB234Taylor Springs N.....................234.5

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                          Rule 9.9.1 (Passing 
Approach to Automatic Interlocking) applies.
When the interlocking signal displays a  STOP 
indication:
1. Contact UPRR train dispatcher     
2. When authorized to pass signal displaying Stop 
indication and operate the time release by the 
train dispatcher crew must then follow the 
instructions in the release box.

Maintenance of Way:
1. When moving equipment through the interlocking 
limits Rule 42.7.2 (Automatic Interlockings) 
applies. In addition, movement must be prepared 
to stop short of switch improperly lined. 
Employee in    charge must advise train 
dispatcher when equipment is clear of the 
interlocking limits.
2. When it is necessary to perform any 
maintenance or inspections within the 
interlocking limits Rule 136.4.8 (Automatic 
Interlockings) apply. In addition, employee in 
charge must advise train dispatcher when men and 
equipment are clear of the interlocking limits.

CP I153 (Z) Interlocking:

                      secure UPRR track warrant 
at Toland.
Southward BNSF trains

                         
Road crossings must not be blocked 
between 0630 and 0900 and 
between 1430 and 1600 
Monday through Friday.
Crossings must be cut immediately if train stops 
and train dispatcher notified.

Ohlman and Pana Sidings:
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SALEM SUBDIVISION (0046)10

Radio Display:
Findlay Jct. to Salem - 2020 -*31

 -

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC185.5 I185 FINDLAY JCT. ZB186T
(12.3)

197.8 I198 CLARKSBURG ZC200 10184
199.8 I200 (18.2)
216.0 I216 ALTAMONT ZC219 9691
218.0 I218 (4.8)

VIA220.8 I221 EAST ST. ELMO ZC221X
CSX (3.6)
CTC224.4 I224 WEST ST. ELMO ZC226

(9.0)
233.4 I233 ST. PETER ZC236 10359!
235.5 I235 (9.3)
242.7 I243 KINMUNDY ZC242

(7.3) (X)CN(Z)
250.0 I250 CP I250

(1.3)
251.3 I251 SALEM ZC252 19762T X
253.8 I253

(68.3)

SI-01 MAIN TRACK AUTHORITY

CTC:     Entire subdivision

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

185.5 and 253.8  
    60(Except as Below)..................

Between Mileposts

193.9 and  194.6...................     25 
194.6 and  195.3...................     35 
202.7 and  203.5...................     50 
218.4 and  219.1...................     20 
220.6 and  224.4...................     40 
224.4 and  224.6...................     30 
224.6 and  225.2...................     40 
242.7 and  242.8...................     40 
252.0 and  252.3...................     20 
252.3 and  253.8...................     40 

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 
10 MPH above maximum authorized speed for 
freight trains.

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
North Control Siding (MP 220.6 and    
MP 224.4) .............................

       
40

Clarksburg............................. 10
2. Dual Control Switch Turnouts

CP I251................................ 15
CP I185................................ 40

3. Misc. Speed Restrictions
CN connector track, MP 242.7........... 25

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 190.5 
  %  192.3 

  %  196.3 
 (#) 201.0 

  (#) 219.5 
  (#) 237.7 

 SI-08 RULES ITEMS - None.

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

ZC194Shelbyville N........................193.9
ZC224St. Elmo S...........................224.8
ZC225Parro ...............................226.0

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                                              
must secure CSXT release forms (track warrant for 
bulletins) before departing initial terminal. 
CSXT train dispatcher radio display 6464 - #5 or 
by pushing radio transmit button 5 times. North 
Control Siding controlled by CSXT train 
dispatcher.

Trains operating between CP I221 AND CP I224:

                             Rule 9.9.1 (Passing 
Approach to Automatic Interlocking) applies.
When the interlocking signal displays a  STOP 
indication:
1. Contact UPRR train dispatcher.     
2. When authorized to pass signal displaying Stop 
indication and operate the time release by the 
train dispatcher, crew must then follow the 
instructions in the release box.

Maintenance of Way:
1. When moving equipment through the interlocking 
limits Rule 42.7.2 (Automatic Interlockings) 
applies. In addition, movement must be prepared 
to stop short of switch improperly lined. 
Employee in charge must advise train dispatcher 
when equipment is clear of the interlocking 
limits.
2. When it is necessary to perform any 
maintenance or inspections within the 
interlocking limits Rule 136.4.8 (Automatic 
Interlockings) apply. In addition, employee in 
charge must advise train dispatcher when men and 
equipment are clear of the interlocking limits.

CN Interlocking CP I243 (Z):
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MT. VERNON SUBDIVISION (0047)12

Radio Display:
Salem to Chap - 2020 -*31

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC253.8 I253 SALEM
(0.3)

254.1 CSX CROSSING
(7.4) (X)(A)

261.5 I262 KELL ZC263 9093!
263.3 I263 (12.6)
274.1 I274 MT. VERNON ZC276 7143T !
275.6 I275 (2.1)
276.2 I277 NS & CSX CROSSING

(0.5) (X)(Z)
276.7 I977 MT VERNON JCT.
277.2 I278 (2.3)
279.0 I279 CP I279 ZC282

(8.3)
287.3 I287 INA ZC287 8107
288.9 I289 (10.9)
298.2 I298 BENTON JCT. ZC298

(0.3) (X)CN(Z)
298.5 I299 BENTON CONN

(2.3)
300.8 D301 BENTON ZC302 10727
303.0 D303 (5.3)
306.1 BNSF CROSSING

(8.5) (X)(A)
314.6 D315 BUSH CD024 9000!
316.7 D317 (16.5)
331.1 D331 HUSTON CD006 8845!
333.0 D333 (4.4)
335.5 D335 GRIMSBY CD003 5772!
336.7 D337 (2.8)
338.3 D338 GORHAM JCT.

(0.8)
339.1 D085 CHAP C094

(85.3)

SI-01 MAIN TRACK AUTHORITY

CTC:     Entire subdivision

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

253.8 and 339.1  
    60(Except as Below)..................

Between Mileposts

253.8 and  254.2...................     40 
264.9 and  266.7...................     55 
270.4 and  270.9...................     50 
275.9 and  277.0...................     30 
298.2 and  299.3...................     30 
299.3 and  303.6...................     55 
306.1 (X)..........................     40 
314.7 and  315.8...................     50 
315.8 and  317.7...................     40 
317.7 and  323.6...................     50 
323.6 and  334.4...................     40 
334.4 and  334.7...................     25 
334.7 and  335.4...................     40 
338.5 and  339.1...................     20 

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 
10 MPH above maximum authorized speed for 
freight trains.

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts
CP D338................................ 15

3. Misc. Speed Restrictions
Mt. Vernon Old Yard Trk.1&4............  5
Mt. Vernon connection track (north leg 
of wye) between CP D338 and CP D084 
(Chester Sub)..........................

       
       
20

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 267.1 
 (#) 280.8 

 (#) 293.6 
 (#) 308.4 

  (#) 321.1 
  (#) 329.9 

SI-08 RULES ITEMS
           Hand throw switches at the following 
locations are equipped with an electric lock or 
signal to govern movement: 
Salem: 
CSX connection (MP 253.9); 

Kell (MP 263.3); 

Mt. Vernon:
MOP Connection (MP 276.3), 
CSX Connection (MP 276.4), 
Pinckneyville Sub. Connection (MP 276.4),
North General Tire (MP 277.5), 
South General Tire (MP 278.1); 

Benton:
House Track (MP 297.7).

Rule 10.2:

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

CD010Murphysboro S........................328.8

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.
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MT. VERNON SUBDIVISION (0047) 13

SI-14 MISC. INSTRUCTIONS
                                       Rule 9.9.1 
(Passing Approach to Automatic Interlocking) 
applies.
When the interlocking signal displays a  STOP 
indication:
1. Contact UP train dispatcher.     
2. When authorized to pass signal displaying Stop 
indication and operate the time release by the 
train dispatcher crew must then follow the 
instructions in the release box.

Maintenance of Way:
1. When moving equipment through the interlocking 
limits Rule 42.7.2 (Automatic Interlockings) 
applies. In addition, movement must be prepared 
to stop short of switch improperly lined. 
Employee in    charge must advise train 
dispatcher when equipment is clear of the 
interlocking limits.
2. When it is necessary to perform any 
maintenance or inspections within the 
interlocking limits Rule 136.4.8 (Automatic 
Interlockings) apply. In addition, employee in 
charge must advise train dispatcher when men and 
equipment are clear of the interlocking limits.

CP I277 and CP I298 (Z) Inetrlockings:

         Open the Switch Indicator located at
CP I298 for southward movement. When illuminated 
"S" is displayed on the fixed signal, stop, open 
the switch, then proceed through the turnout on 
signal indication.

CP I298:

                            
CP I999 (Marion Sub) - 
Normal route to CP I299; 
Diverging route to CP I298.

CP I298 - 
Normal route to CP I999; 
Diverging route to CP I299.

CP I299 - 
Normal route to CP I298; 
Diverging route to CP I999.

CP I298 and CP I299 Routes:

            Before occupying the north leg wye at 
Gorham contact Chester Subdivision train 
dispatcher who may authorize such movement by 
signal indication. The normal position for yard 
lead switch is for wye track.

Gorham Wye:
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MARION SUBDIVISION (0056)14

Radio Display:
Benton Jct. to Vienna Jct. - 2020 -*31

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC298.2 I298 BENTON JCT. ZC298
(0.4)

TWC298.6 I999 BLAKE ST
(17.8)

316.4 MARION ZC317
(1.3) (X)COE(G)

TWC317.7 I318 KING ZC319 10637(M)!
ABS319.8 I320 (6.3)
TWC324.0 NEILSON JCT. ZC324

(15.7)
339.7 VIENNA JCT. ZC340

(41.5)

SI-01 MAIN TRACK AUTHORITY

CTC between            CP I298 and CP I999;
CP I299 (Benton Conn) and CP I999.

TWC between              CP I999 and Vienna Jct.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

298.2 and 339.7  
    49(Except as Below)..................

Between Mileposts

298.2 and  299.0 (road crossings)..     30+
332.2 and  334.0...................     40 

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 
10 MPH above maximum authorized speed for 
freight trains.

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions
Marion connection track                
(to Mt. Vernon Sub.)...................

       
25

Spring Switch turnout Neilson Jct...... 30
Northward trains departing BNSF siding 
at MP 339.6 (road crossing)............

       
10+

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

SI-08 RULES ITEMS
           Track permits apply on King Siding. 
Track permits will be issued to trains only when 
operating conditions require a siding to be 
jointly occupied by a train and/or men or 
equipment. 

Rule 9.l5:

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

ZC305West Frankfort (Yard)................305.0
ZC329Goreville ...........................329.3
ZC340Vienna Jct BNSF......................202.7
. . .Joppa Jct BNSF.......................218.4
ZK367Cook BNSF............................221.5

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 TonsMaximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                         
  1. The normal position of spring switch is 
lined and locked for movement on the Union 
Pacific Railroad.
  2. Switch point indicator signal 3240 will 
indicate position of spring switch for facing 
point movement as follows:
(a) GREEN - Switch is lined for UPRR Track.
(b) YELLOW - Switch is lined for BNSF Track.
(c) RED - Stop and test the switch.
  3. Northward BNSF trains must stop and line 
switch for their movement. After train has 
completed movement, switch must be lined and 
locked for UPRR Track.
  4. Failure of switch point indicator must be 
reported to UPRR train dispatcher.

At Neilson Jct MP 324.0:

                  between Vienna Jct. and 
Metropolis. BNSF station West Vienna Jct. at BNSF 
MP 202.6 is connection point with UPRR station 
Vienna Jct. at MP 339.7.

Operation on BNSF

                            
CP I999 - 
Normal route to CP I299 (Mt. Vernon Sub);
Diverging route to CP I298.

CP I298 - 
Normal route to CP I999; 
Diverging route to CP I299 (Mt. Vernon Sub)

CP I298 and CP I999 Routes:
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CHESTER SUBDIVISION (0060)16

Radio Display:
Valley Jct. to Charleston Jct. - 9696 -*34

  -

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC0.0 D900 VALLEY JCT.CONN (Trk.1)
2MT (0.2) (X)TRRA(M)

0.2 D000 VALLEY JCT. C009X
(1.2)

1.4 D001 AIRPORT (Trk.1)
(0.5)

1.9 D002 PARKS C011X
(2.5)

4.4 D004 NORTH DUPO C013X
(1.8)

6.2 D006 DUPO C015X
(1.3)

7.5 D008 SOUTH DUPO C015S
(0.3)

7.8 D908 CP D908 (Trk.1)
(1.6)

9.4 D009 CP D009 X
(11.3)

20.7 D021 VAL C029X
(13.1)

33.8 D034 FULTS C042X
(13.9)

47.7 D047 KIDD C056X
(0.6)

48.3 D048 FLINTON (D048 Trk.1) C058 Yard
49.5 D049 (3.7)
52.0 D053 GAGE JCT. C060X

(3.8)
55.8 D056 REILY C063X

(5.2)
CTC61.0 D061 MENARD JCT. C069

(1.8)
62.8 D063 CHESTER C070 7663T

(1.6) Yard
64.4 D064 FORD C073 6459
65.7 D066 (5.9)

CTC70.3 D070 ROCKWOOD JCT. C077
2MT (1.4)

71.7 D071 CORA (Trk.1)
(1.3)

CTC73.0 D073 CORA JCT. C081
(3.4)

CTC76.4 D077 RADDLE JCT. C085
2MT (5.0)

81.4 D081 JACOB C090X
(3.2)

83.8 D084 GORHAM (Trk.2) C093 YardT
(0.2)

84.8 D085 CHAP C094XT
(5.7)

CTC90.5 D090 HOWARDTON JCT. C100
(4.5)

CTC95.0 D095 HALSEY JCT. C104
2MT (13.1)

108.1 D108 POTTS C117X
(7.6)

115.7 D116 NILE C125X
(4.0)

119.7 D120 SIMBCO C129X
(3.0)

122.7 D122 CAPEDEAU JCT. (Trk.1) C132
(1.0)

123.7 D124 ILLMO C133 YardX
(2.2)

125.9 D126 ANCELL C135
(3.2)

CTC129.1 D129 QUARRY C138 10280!
131.2 D131 (2.2)
131.3 D131 ROCKVIEW JCT.

(0.1)
131.4 BNSF CROSSING

(4.1) (X)(Z)

CTC135.5 D135 DELTA D074 12762!
138.8 D138 (5.3)
140.8 D141 RANDLES C149 12384!
143.2 D143 (6.1)
146.9 D147 MESLER C154 7000!
148.4 D148 (5.7)
152.6 D153 ARDEOLA C159 6365!
153.7 D154 (3.9)
156.5 D157 AVERT C164 11405!
158.8 D159 (8.1)

CTC164.6 D165 IDALIA
2MT (3.3)

167.9 D168 NORTH DEXTER C174X
(2.0)

CTC169.9 D170 MO JCT. (Trk.1&3) C179
3MT (0.9)
CTC170.8 D171 DEXTER JCT. (Trk.2&3) XD026
2MT (1.1)

171.9 Y141 CHARLESTON JCT. XD025
141.0

(171.9)

SI-01 MAIN TRACK AUTHORITY

CTC between:             Valley Jct. and Charleston Jct.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

0.0 and 119.2  
   70(Except as Below)..................

Between Mileposts

Valley Jct Interlocking............     10 
0.0 and  7.5.......................     30 
7.5 and  9.5.......................     60 
47.6 and  49.5.....................     60 
49.5 and  51.6.....................     40 
51.6 and  68.9.....................     60 
85.0 and  85.4.....................     60 
93.7 and  99.3.....................     60 
109.0 and  111.7...................     60 
117.6 and  119.2...................     40 

 

119.2 and 171.9  
   60(Except as Below)..................

Between Mileposts

119.2 and  119.5...................     30 
119.5 and  123.7...................     40 
123.7 and  125.9...................     50 
131.4  BNSF Crossing...............     25 
136.8 and  137.6...................     40 
138.1 SWD only**...................     50+
144.6 and  145.6...................     55 
150.9 and  151.1...................     50 
156.2 and  156.5...................     50 
167.3 and  167.9...................     40 
169.5 SWD only**...................     50+
169.6 and  171.9   Trk1............     35 
170.8 and  171.9   Trk2............     30 

 **Applies to SWD trains over 80 TPOB when 
signal at speed restriction displays other than 
Clear.

Business Trains: Where no permanent or temporary 
speed restrictions are in effect for freight 
trains, UPRR passenger trains may operate at 
10 MPH above maximum authorized speed for 
freight trains, not to exceed 79 MPH.
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CHESTER SUBDIVISION (0060) 17

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts
CP D061, CP D070, CP D073, CP D077,   
CP D090, CP D095, CP D126, CP D165   
and CP D168 ...........................

       
       
40

CP D000, CP D001, CP D004, CP D048,   
CP D049 (except crossovers), CP D006 
and CP D064 (South end of Chester 
siding)................................

       
       
       
15

CP D900 and CP D120 (South crossover).. 10
3. Misc. Speed Restrictions

Both connection tracks off Chester 
Siding.................................

       
10

Dupo Yard
  Track 701 and 702 ...................  7
  Track 19 from Carondelet Roadcrossing
  (MP 5.8) to CP D004 .................

       
15

  Carondelet Roadcrossing (MP 5.8) .... 10+
  *Tracks 305, 304, 303, 302 and 301   
  between CP D908 and MP 5.8 ..........

       
20+

  *Trains departing these tracks once  
   head end of movement is at CP D908 .

       
30

  *Trains handling dimensional or      
  excessive dimensional loads between  
  mile posts 2.2 and 2.7, 3.8 and 4.0, 
  5.6 and 5.8, 26.1 and 26.2,          
  40.0 and  40.9, 41.6 and 41.7,       
  112.1 and 112.4 until load is beyond 
  restricted area......................

       
       
       
       
       
       
30

*Train dispatcher may authorize normal 
speed when other trains are not in the 
area to be met or passed.

SI-04 MAIN TRACK DESIGNATIONS
                        CP D000 and CP D061;
CP D070 and CP D073; 
CP D077 and CP D090;
CP D095 and CP D126;
CP D165 and CP Y141 except 3 main tracks between 
CP D170 and CP D171 with the west track NO 1, the 
center track NO 3 and the east track NO 2.

Two main tracks between

SI-05 MILEPOST EQUATIONS
MP 171.9 = MP 141.0 Hoxie Subdivision.

SI-06 RCL OPERATIONS
                    St. Louis Terminal is a 
designated remote control area. St. Louis Terminal 
extends out to MP 10.0.

St. Louis Terminal:

                                Zone 6: South 
switching lead between 200/201 lead switch south 
to main line switch at MP 7.5 not to include these 
switches.

Remote Control Zones Dupo Yard:

 When activating a remote control zone, the remote 
control operator must contact the Dupo Yardmaster 
and receive a zone activation time. The operator 
must also receive a deactivation time when 
finished using the zone.

            Relief of Providing Protection, Parts 
2 and 3: "Known to be properly lined" and "known 
to be clear" includes:
1. Visual inspection.
2. Remote control switches radio transmissions. 
3. Receiving information from another employee or 
appropriate yard supervisor with knowledge that 
the switches are properly lined and track is clear.

Rule 6.5.1:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 15.2 
 (#) 28.0 
 (#) 42.5 
 (#) 56.4 
 (#) 69.6 
 (#) 81.1 

 (#) 92.7 
 (#) 104.7 
 (#) 117.0 
  &  119.8 
  &  123.7 
 (#) 128.0 

   %  133.6 
  (#) 143.5 
   %  155.6 
  (#) 163.1 

SI-08 RULES ITEMS
           Close Clearance: MP 145.1 Bridge.Rule 1.20:
             The requirements of rule 6.32.6 
Blocking Public Crossings longer than 10 minutes, 
does not apply at Airport Road CP D001 (MP 1.3).

Rule 6.32.6:

                          No normal position for 
connection tracks switch, may be left for either 
North Chester connection track or South Chester 
connection track. 
Normal position of both connection tracks 
switches on Chester siding is for movement to 
Pinckneyville Subdivision.

Rule 8.3: Chester Siding:

           Track and Time issued on the Chester 
siding includes both connection tracks and track 
to the absolute signal at MP 64.2 (Pinckneyville 
Sub).

Rule 10.3:

                        Bixby Street, MP 7.8: 
Southward movements out of yard must approach 
road crossing at 15 MPH unless the devices are 
seen working. When train completely occupies the 
crossing, proceed at normal speed.

Rule 6.32.2: Dupo Yard:

SI-09 FRA EXCEPTED TRACKS
       Engine Track, Trk. 11 and Trk. 20Illmo:

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

C 024Warnock S Trk 1...................... 15.1
C 042Fults N Trk 2........................ 33.5
C 090Jacob S Trk 1........................ 81.2
C 098Powder Plant N Trk 2................. 98.6
C 113Ware S Trk 1.........................104.3
C 122McClure S Trk 1......................113.6
C 162Lozeta N.............................155.3

SI-11 INDUSTRIAL LEADS
                      Extends from Capedeau Jct. 
(MP 122.8) 5.7 miles to Rush Jct. MP 128.5. 
Operated by Southeast Missouri Regional Port 
Authority (SEMO) entire length.

Cape Girardeau:(0063)

               Extends from Flinton 2.8 miles to 
Kellogg (Sta. MI082)
Kellogg:(0059)

SI-12 TONNAGE RESTRICTIONS/TPOB
                      
Valley Jct to Illmo 143 Tons.
Illmo to Charleston Jct. 158 tons.

Maximum gross weight:

Between MP 61.0 and MP 65.7 Between MP 61.0 and MP 65.7
Tons Per 
Operative Brake:

Tons Per Dynamic 
Brake Axle:

Maximum Speed:

90+ to 100 55
100+ 50

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

ST. LOUIS Area Timetable No. 3 -- Effective: 7/2/2006



CHESTER SUBDIVISION (0060)18

SI-14 MISC. INSTRUCTIONS
           Dupo Yard:
                            
Switch No.3 (Hill Switch): 
 Radio channel 32-32   
Switch operating codes: 
 #631 for normal position 
 #633 for reverse position 
 #635 recall position (current switch   position, 
does not operate the switch)

Switch No.4 (South switch 703): 
 Radio Channel 32-32    
Switch operating codes: 
 #641 for normal position 
 #643 for reverse position 
 #645 recall position (current switch   position, 
does not operate the switch)

 Radio Controlled Switches:

                                 Mesler - Spur 
Track.
Six-axle Locomotives Prohibited:

           When leaving train, pull train down to 
crossover between No. 1 and No. 2 tracks just 
east of the dumper building unless instructed 
otherwise by Cora Dock personnel.
After Cora Dock has unloaded the first two cars 
and they tell the crew they have control and 
charge of the train, it will be permissible to 
leave the automatic and independent brakes 
released. The engineer must center the reverser 
and remove the handle, open the generator field 
switch and isolate the unit. Do not set hand 
brakes unless instructed to do so.
It will be necessary for the conductor to call 
the dispatcher or corridor manager for 
instructions.
When a CNW unit in the series 8543 thru 8577 is 
the lead unit, set the air brake controls on that 
unit for trailing operations and the brake 
controls on the rear or middle unit for lead 
brake operation. 
Speed Restrictions: Track 1 ...........5 MPH
Track 2 (from the inside loop switch to
the dumper)  ......................... 5 MPH

Cora Dock:

                            Northward Trains: 
When the BNSF Interlocking signal at MP 131.4 
displays a STOP indication:
1. Contact UPRR train dispatcher.     
2. When authorized to pass signal displaying Stop 
indication and operate the time release by the 
train dispatcher crew must then follow the 
instructions in the release box.

BNSF Interlocking MP 131.4:
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Radio Display:
Mt. Vernon to Chester - 9696 -*34

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC125.0 I977 MT. VERNON JCT. ZC276T
(3.6)

121.8 JSW JCT. CA060
(6.8)

115.0 WALTONVILLE CA053 Yard
(3.4) (X)BNSF(A)

111.6 SCHELLER
(8.9) CN(X)(A)

102.7 TAMAROA CA041
(10.2) (X)CN(M)

92.5 CN CROSSING
(0.9) (X)(A)

91.6 PINCKNEYVILLE CA031 8448
(7.9)

83.7 NEW WILSON CA023 4730
(4.3)

79.4 PERCY CA018
(2.1) (X)CN(A)

77.3 STEELEVILLE CA016 9007
(13.1)

64.2 CHESTER C 070T

(57.8)

SI-01 MAIN TRACK AUTHORITY

TWC/ABS between                MP 125.0 and 124.5

TWC between            MP 124.5 and MP 64.2.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

125.0 and 64.2  
    49(Except as Below)..................

Between Mileposts

125.0 and  124.7...................     20 
122.0 and  121.5...................     10 
114.9 and  114.3...................     25 
111.6 and  111.0...................     25 
103.4 and  101.9...................     20 
93.5 and  92.9.....................     40 
81.2 and  79.5.....................     40 
92.9 and  91.9.....................     25 
79.5 and  79.4 (X).................     25 
79.4 and  77.4.....................     35 
77.4 and  75.5.....................     40 
75.5 and  70.3.....................     30 
70.3 and  64.2.....................     25 

 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
Steeleville, New Wilson,  and 
Pinckneyville Sidings..................

       
10

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions
Pinchneyville connection track (south 
leg of wye)............................

       
15

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 74.9 
 (#) 96.5 
 (#) 111.1 

SI-08 RULES ITEMS
             applies to siding at Pinckneyville.Rule 6.32.2:
          Mt. Vernon: Spring switch at MP 124.6.Rule 8.3:
 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

. . .Gilster Mary Lee .................... 77.1

. . .Captain Mine Lead ................... 81.0

SI-11 INDUSTRIAL LEADS
           Off main track at JSW Jct., MP 121.8. 
Extends 13.3 miles from JSW  Jct. (MP 280.0) to 
end of track, MP 293.3.  
Rend Lake and Lead tracks max speed ... 5 MPH
FRA excepted track. 

Business Tracks                                               MP      Sta.#'s

JSW:(0054)

Huff  .......................... 280.9 ZC280
Nason  ......................... 286.5 CA068
Rend Lake  ..................... 291.1 ZC275

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
         CN train dispatcher phone on signal 
house near switches or use radio channel 7272 and 
depress the "3" key for the call-in button. 
Phone (800) 338-0791.

Tamaroa:

                                                  
               
Pinckneville        92.4       90.9        
New Wilson          83.9       83.0        
Steelville          78.7       77.0        

Sidings Switch MP Locations:
Station              N          S 
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Radio Display:
Iron Mtn. Jct. to 4th Street - 9191 -*14

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC0.0 IRON MTN. JCT. X 001(M)
ABS (6.4)

6.4 BROADWAY JCT. GH011T
(0.4)

6.8 DAVIS JCT. X003
(0.5)

7.3 IVORY X007 Yard
(2.5)

CTC9.8 D010 BARRACKS X010
(7.9)

17.7 D018 HILLCREST X017
(1.0)

18.7 D019 WICKES X019 4836
19.7 DO20 (7.6)
26.3 D026 RIVERSIDE X026 4912T
27.3 D027 (15.2)
41.5 D041 DE SOTO X042 6359
42.8 D043 (9.2)
50.7 D051 BLACKWELL X051 4390
51.8 D052 (6.0)
56.7 D057 CADET X057 4602
57.7 D058 (3.7)
60.4 DO60 MINERAL POINT X061 4349
61.3 D062 (14.5)
74.9 D075 BISMARCK X075 4992
76.0 D076 (2.3)
77.2 D078 CP D078

(14.2)
91.4 D091 TIP TOP X092 4243
92.3 D092 (15.8)

107.9 D107 ANNAPOLIS X108 4538
108.9 D109 (9.3)
117.2 D117 GADS HILL X120 4334
118.2 D118 (7.0)
126.5 D127 PIEDMONT X127 6560
127.9 D128 (17.7)
144.2 D144 WILLIAMSVILLE X146 4418
145.2 D145 (20.4)

CTC164.9 D164 BLACK RIVER JCT. X164
2MT (0.6)

165.5 POPLAR BLUFF X166 YardT
(0.1)

165.6 Y165 4th STREET

(160.6)

SI-01 MAIN TRACK AUTHORITY

TWC/ABS between:                 MP 0.0 and MP 9.8.

CTC between:             MP 9.8 and MP 165.6.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

0.0 and 100.4  
60  50(Except as Below)..................

PSGR FRTBetween Mileposts

0.0 and  0.2....................... 10  10 
0.2 and  6.7....................... 25  25 
6.7 and  6.9....................... 15  15 
9.5 and  11.7...................... 55  50 
17.3 and  20.5..................... 50  50 
20.5 and  21.3..................... 50  40 
21.3 and  33.0..................... 55  40 
33.0 and  35.6..................... 60  40 
35.6 and  36.0..................... 55  40 
36.0 and  37.7..................... 60  40 
37.7 and  38.3..................... 50  40 
38.3 and  41.5..................... 60  40 
41.5 and  42.6..................... 30+ 30+
42.6 and  43.2..................... 60  40 
43.2 and  45.7..................... 55  40 
45.7 and  52.9..................... 60  40 
52.9 and  55.1..................... 45  40 
55.1 and  56.5..................... 55  40 
56.5 and  57.8..................... 60  40 
57.8 and  65.3..................... 55  40 
65.3 and  70.3..................... 55  50 
70.3 and  71.1..................... 45  45 
77.8 and  78.2..................... 55  50 
83.5 and  84.1..................... 55  50 
98.1 and  98.3..................... 55  50 

100.4 and  130.0  
55  50(Except as Below)..................

PSGR FRTBetween Mileposts

106.3 and  109.8................... 40  35 
125.4 and  126.3................... 40  35 
129.6 and  130.0................... 35  35 

130.0 and  165.6  
55  40(Except as Below)..................

PSGR FRTBetween Mileposts

130.0 and  131.1................... 35  35 
135.1 and  136.7................... 45  40 
136.7 and  137.4................... 35  35 
146.4 and  148.1................... 35  35 
150.5 and  151.0................... 45  40 
153.2 and  154.2................... 45  40 
163.9 and  165.0................... 40  40 
165.0 and  165.6................... 40  30 

 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
All Sidings except below............... 10
Wickes, Riverside and Bismarck......... 20

2. Dual Control Switch Turnouts 
CP D057................................ 15

3. Misc. Speed Restrictions
Williamsville - tie track..............  5
Desoto Yard............................  5

SI-04 MAIN TRACK DESIGNATIONS
                        
Black River Jct. and 4th Street. 
Two main tracks between

SI-05 MILEPOST EQUATIONS
MP 95.3 = MP 96.0
MP 119.1 = MP 121.4
MP 160.6 = MP 160.9
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SI-06 RCL OPERATIONS
                    St. Louis Terminal is a 
designated remote control area. St. Louis Terminal 
extends out to MP 12.5.

St. Louis Terminal:

                      Remote Control Zones:

                    
Zone 1: Track 112 (North Switch Lead). Clearance 
point north end 26 switch to end of track 
112(North Switch Lead). 
Pull Back Tonnage: 1000 tons per 4 axle locomotive 
with an entry speed of 10 MPH.

Zone 2: Lesperance St Industrial Lead. Clearance 
point 9 Barton Switch to Arsenal St. 
Pull Back Tonnage: 7000 tons per 4 axle locomotive 
with an entry speed of 10 MPH.

Lesperance St Yard:

            Zone 3: Track 101 (Ivory Switch Lead). 
Clearance point crossover switch to Davis St. 
Pull Back Tonnage: 7000 tons per 4 axle locomotive 
with an entry speed of 10 MPH.  

Ivory Yard:

                 When activating a remote control 
zone, the remote control operator must contact the 
Dupo yardmaster and receive a zone activation 
time. The operator must also receive a 
deactivation time when finished using the zone. 
Proper identification with zone number and engine 
number must be used. The yardmaster will record 
this information including the times of activation 
and deactivation.

Zone Activation:

            Relief of Providing Protection, Parts 
2 and 3: "Known to be properly lined" and "known 
to be clear" includes:
1. Visual inspection.
2. Remote control switches radio transmissions. 
3. Receiving information from another employee or 
appropriate yard supervisor with knowledge the 
switches are properly lined and track is clear.

Rule 6.5.1:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
  (#) 16.2 
  (#) 64.2 
  (#) 98.6 
  (#) 143.1 

SI-08 RULES ITEMS
               Item 9 of the System Special 
Instructions applies at and between 
St. Louis MP 0.0 and MP 6.83 (Davis St.).

Rule 5.8.2(7):

                                       
MP 42.0 (Desoto) Williams St. Shop crossing.
MP 57.0 (Cadet)
MP 60.0 (Mineral Point)
MP 75.3 (Bismarck) Cherry St. crossing
MP 75.3 (Bismarck) Center St/MO  Hwy 32 crossing
MP 126.8 (Piedmont) Fir St. crossing
 

Rule 6.32.2 applies in the sidings at:

                      Hand-thrown derail on 
Hillcrest lead will have derail locked in the non-
derailing position, except when engines or cars 
are left unattended. However, cars may be left on 
set out track with derail in non-derailing 
position. 

Rule 8.20: Hillcrest:

           Hand opereted switches at the 
following locations are equipped with an electric 
lock or signal to govern movement: 
Buckman (MP 57.8); Bismarck (MP 74.6), MP 75.1) 
and (MP 75.6); Iron Mountain (MP 80.3); 
Glover (MP 99.1); ISP (MP 108.0); 
Des Arc (MP 111.3) and (MP 111.7); 
Leeper (MP 134.4).

Rule 10.2:

SI-09 FRA EXCEPTED TRACKS
        Yard tracks 10, 13, 14, 15, 425, 422, 
423, 424 and all tracks east of these tracks.
All tracks east of DeSoto Siding... 5 MPH

DeSoto:

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

. . .Italgrani ........................... 6.9
X011CF Industries ....................... 10.8
X012Bussen Spur ......................... 11.5
X017Hillcrest N.......................... 17.8
X081Iron Mountain N...................... 80.3
X099Glover S............................. 97.8
X101Chloride ............................100.1
X112North Des Arc N......................111.2
X133Leeper S.............................133.5
X133Leeper S.............................134.3
X155Wilby N..............................155.1

SI-11 INDUSTRIAL LEADS
                   Off main track at Bismark. 
Extends from Bismarck (MP 126.1) 16.6 miles to 
Bonne Terre, MP 31.8. Equation: MP 118.2 equals 
MP 38.8. Lead restricted to one 4 axle unit.
FRA Excepted Track. Orica business track 5 MPH.

Business Tracks                                               MP      Sta.#'s

Bonne Terre:(0083)

Bismarck  ...................... 126.0 X 075
Derby Jct  ..................... 38.8 MB036
Rivermines  .................... 37.6 MC038
Flat River  .................... 37.1 MC037
Desloge  ....................... 35.6 MC035
Dolomite  ...................... 34.0 MC034
McDowell Spur   ................ 32.3 MC032
Orica  ......................... 32.0 MC032
Bonne Terre  ................... 31.8 MC032

                      Off main track at Riverside.
Extends 5.5, MP 0.0, to BNSF Connection (MC006), 
MP 5.5. Lead restricted to 4 axle units. 
FRA Excepted Track.

Business Tracks                                               MP      Sta.#'s

Ste. Genevieve:(0087)

Herculaneum  ................... 1.9 MC002
Crystal Jct.  .................. 4.2 MC005

                    Off Ste. Genevieve Industrial 
Lead. Extends from Crystal Jct. MP 4.2 -3.8 miles 
to End Of Track. 
Maximum gross weight-110 Tons. FRA excepted track

Business Tracks                                               MP      Sta.#'s

Crystal City:(0088)

Crystal City  .................. 5.2 MC006
Jones Chemical  ................ 8.0 MC008

              Off Ste. Genevieve Industrial Lead. 
Via BNSF-Operation on BNSF
between Crystal City (BNSF MP 40.1) and 
Thomure (BNSF MP 63.3) 23.2 miles. 
BNSF Radio - 8585 
(tone Crystal City- 570,  Ste. Genevieve - 270).
Extends from Thomure 37.2 miles to
Derby Jct. (MP 116.5). 
Track out of service MP 91.7 to MP 118.2. Derail 
installed at MP 88.0. UP Radio - 2020
FRA excepted track except between:
MP 83.7 and MP 84.0,MP 84.9 and MP 85.05 and
Ste. Genevieve Yard lead: North switching lead 
(Industrial lead switch to and including Track 21 
switch on the north end only).

Stations on BNSF: Crystal MP 42.1; Selma MP 44.6;
Rush Island MP 47.0; Brickeys MP 52.1;
Thomure MP 63.2; Ste. Genevieve MP 66.5.

Business Tracks                                               MP      Sta.#'s

Mosher:(0089)

Thomure  ....................... 83.0 MB000
Ste. Genevieve  ................ 85.0 MB002
Mosher  ........................ 87.0 MB005
MFA  ........................... 91.0 MB009
Ogborn  ........................ 110.7 MB027
Derby Jct.  .................... 118.2 MB036
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SI-11 INDUSTRIAL LEADS Continued...

                Off maim track at Broadway Jct. 
at MP 6.4. Extending 1.6 miles. Max speed 5 MPH. 
Lead restricted to four axle units.
At Bayless Ave., movement must be stopped and 
crew member be on the ground to warn traffic 
until crossing is occupied. FRA excepted track.

Broadway:(0081)

                  Off main track at Davis Jct. 
Extends from MP 6.8 (Davis Jct.), 5.7 miles to 
Lesperance Yard. Before entering, yarding and 
movement instructions must be received from the 
Dupo Yardmaster. Do not exceed 5 MPH from the 
Lesperance Industrial Lead main track switch 
through all tracks at Italgrani, including the 
pipe yard tracks north back to the Lesperance 
Industrial Lead. 
Trains moving in and out of Lesperance Street 
Yard via the Carroll Street approach will be 
governed as follows:
1. Trains restricted to no more than 50 cars, not 
to exceed a maximum of 3,500 trailing tons.
2. Empty cars to be intrained at the rear of the 
train.
3. Pusher power will not be used when any portion 
of the train is on the MacArthur Bridge.
Radio controlled switch in service at Lesperance 
St. Yard. South switch (west lead switch at south 
end) No.1: 
Radio Channel - 32-32
Switch operating codes:
#711 for normal position
#713 for reverse position
#715 recall position
Rule 5.8.2 (7): Item 9 of the System Special 
Instructions applies.
Maximum gross weight: 143 Tons.
FRA Excepted Track: Between MP 0.0 and MP 1.5; 
Tracks 500-504, 107, 110 and 729.
EXCESSIVE HEIGHT:
Overhead Clearance between Poplar St. Jct. and 
Lesperance St. Yard is 19 feet. Included are 
double stack, TTQX cars (Kind M3X), BNSF 306000 - 
306153 and GVSR 89000-89058 will not clear. Train 
crews, when moving over high line between 
Lesperance Street and 12th Street, must notify 
Dupo Yardmaster of any dimensional loads that 
will not clear these locations.

Lesperance:(0082)

SI-12 TONNAGE RESTRICTIONS/TPOB
                      - 158 Tons.Maximum gross weight:

Tons Per 
Operative Brake:

Tons Per Dynamic 
Brake Axle:

Maximum Speed:

80+ to 90 45
90+ to 100 40
100+ 35

SI-13 TRAIN MAKE-UP RESTRICTIONS
Excessive Height: Overhead clearance Southwest 
Avenue, MP 1.15 is 16 feet 11 inches on main 
track. It must be known cars or equipment will 
clear before moving over this portion of the 
railroad.

SI-14 MISC. INSTRUCTIONS
                   (0.9 miles) between Iron Mtn. 
Jct. (Tower Grove Avenue - BNSF MP 3.4) and Grand 
Ave. (Jefferson City Sub) (BNSF MP 2.5). Two 
Tracks, Track 31 and Track 32 (south track).
Rule 6.28 applies. TRRA dispatcher must authorize 
all movements within these limits including use 
of hand throw switches.

Operation via BNSF

                                       
Display 2020: Maintenance of Way on other than 
Main Track, Mechanical forces working within 
Mechanical Facilities, Trains on A&S property.
Display 2424:  Yardmasters, Signal department, 
St. Louis Roundhouse.
Display 3232: Yard Jobs Making Yard movements 
when practicable.
Display 2626: TRRA Dispatcher.

St. Louis Terminal Radio Instructions:

                                    
Radio channel 9191 
Switch operating codes: 
#611for normal position (main track), 
#613 for reverse position (Lesperance Industrial 
Lead).
#615 recall position

Davis Jct. Radio Controlled Switch:

        Hill track and Eisenhower Yard restricted 
to empty cars only.
Desoto:

           Crossover between loading track and 
new track is not to be used while making 
switching moves in yard. No more than 2 units may 
be used when switching plant. Empties must not be 
left on the new track (Yard 7, track 830).

Gads Hill:

                            Switching at 
following stations or Business Tracks restricted 
to 1 four axle unit: CF Industries; Wye tracks 
Riverside; Dow Lead Riverside and DeSoto yard 
tracks.
Scale Track at Lesperance Street Yard is 
restricted to 4-axle units.

Four axle unit restriction:

                                   
Radio Controlled Switches will not operate if 
equipment is detected within the occupancy 
circuits. When necessary to operate the switches, 
commands must be given and status received before 
movement enters these circuits.

Enter Status Code - Crew will be advised (via 
radio) status of switch, i.e. lined 
normal/straight route or lined reversed. 

Enter Operate Code - Switch will operate and crew 
will be advised (via radio) status of switches 
after operation, i.e. lined for normal/straight 
route or lined reversed. If crossover switches, 
both switches will operate.

If a radio failure occurs, operate switches by 
unlocking the switch plate cover and pressing a 
button (both switches will operate if crossover 
switches). Position of switch points must be 
verified by visual inspection as required by Rule 
8.2 after operation.

Maintenance or cleaning of switches or switch 
points must not be performed unless the power is 
removed from the switch.

If switches do not operate correctly or have a 
malfunction, crew will be advised (via radio) of 
malfunction. If a malfunction is reported, 
switches must be operated by hand. If hand 
operation is required be governed by instructions 
for hand operation posted near the switches and 
Rule 8.2.

Radio Controlled Switch Operation:
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PEA RIDGE SUBDIVISION (0085)26

Radio Display:
Cadet to Pea Ridge -2424

WEST EAST Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC57.7 CADET X 057
(14.7)

72.4 INDIAN CREEK XA072
(11.7)

84.1 PEA RIDGE XA084

(26.4)

SI-01 MAIN TRACK AUTHORITY

TWC Between            MP 57.7 and MP 83.6.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

57.7 and 83.6  
    25(Except as Below)..................

Between Mileposts

60.0 and  62.0.....................     10 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions
Pea Ridge over all switches............  5

SI-04 MAIN TRACK DESIGNATIONS
 Main track ends at derail (MP 83.6).

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

 SI-08 RULES ITEMS - None.

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

. . .New Fountain Farm ................... 58.6

 SI-11 INDUSTRIAL LEADS - None.

 SI-12 TONNAGE RESTRICTIONS - None.

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                Switch point derail installed at 
MP 83.6 (End of main track).
MP 83.6 Derail:

           Engines are not permitted under tipple 
when loading belts are in motion.
Use two units only when operating over all 
switches.
Main track ends at derail (MP 83.6) Other than 
main track extends to MP 84.8, Rule 6.28 applies.

Pea Ridge:

                             When leaving cars 
unattended in the yard tracks between the derail 
and end of track, hand brakes must be applied on 
not less than thirty percent of cars to be left. 
It must be known that the amount of hand brakes 
applied are sufficient to hold cars.

Pea Ridge Yard (Ore Trains):
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SPARTA SUBDIVISION (0055) 27

Radio Display:
Hoyleton to Gage Jct. - 9696 -*34

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC23.0 HOYLETON MI024
(9.6)

32.6 NASHVILLE MI034
(16.1) (X)CSX(A)

48.7 COULTERVILLE MI049
(7.4) (X)CN(A)

VIA56.1 NORTH JCT.
CN (0.6)

TWC56.7 SOUTH JCT.
(1.0)

57.7 SPARTA MI058 Yard
(20.0)

77.7 D053 GAGE JCT. C 060

(54.7)

SI-01 MAIN TRACK AUTHORITY

TWC Between            MP 23.0 and MP 56.1;
MP 56.7 and MP 77.7.

CN trackage between:                     MP 56.1 and MP 56.7.

Main track is out of service between                                     Hoyleton,
MP 23.0 and Coulterville, MP 48.7.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

23.0 and 77.7  
    10(Except as Below)..................

Between Mileposts

 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions (No Exceptions.)

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

SI-08 RULES ITEMS
            Applies.Rule 5.4.4:
             Between MP 31.0 and MP 45.0 and 
between MP 60.0 and MP 67.0; Stop before 
occupying crossings with automatic crossing 
devices. After a crew member is on the ground at 
the crossing to warn highway traffic, proceed 
over the crossing on hand signals from that crew 
member.

Rule 6.32.2:

SI-09 FRA EXCEPTED TRACKS
                    Entire subdivision.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

. . .Clover Leaf/Farm Service ............ 23.3

. . .Nascote ............................. 30.8

. . .Farm Service ........................ 32.9
MI041Oakdale ............................. 40.9
MI051Gateway Mine  ....................... 51.5
. . .IP Co ............................... 55.3

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                     143 Tons between 
Coulterville and Gage Jct.
Maximum gross weight

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                between North Jct.(MP 56.1) and 
South Jct.(MP 56.7)
Obtain track warrant from CN Train Dispatcher. 
Radio 5454 and depress "3" for call in; 
Phone (800) 338-0791. Crews on duty at Dupo must 
obtain CN TPGO at Dupo. 

Operation on CN
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JOLIET SUBDIVISION (0025)28

Radio Display:
Joliet to Bloomington - 7878 -*14

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

YL36.7 JOLIET ZS036Y
ABS (0.1)
INTR36.8
LOCK37.3 UD TOWER
LMTS

(0.6) (X)METRA(M)
TWC37.9 SOUTH JOLIET ZS039
ABS (7.9)

45.8 ELWOOD ZS046 4000
(6.7)

52.5 WILMINGTON ZS053
(10.1)

CTC62.6 X063 MAZONIA ZS063
(7.6)

70.2 X070 DWIGHT ZS073 12375
72.8 X073 (11.8)
82.0 X082 ODELL ZS082 12760
84.7 X085 (10.5)
92.5 X093 PONTIAC ZS093 11770
95.0 X095 (9.8)

102.3 X102 CHENOA ZS102
(4.1) (X)TP&W(M)

106.4 X106 BALLARD ZS107 11440
108.8 X109 (15.0)
121.4 X121 NORMAL ZS124 15000
123.6 X123
124.1 X124 (5.0)
126.4 X126 BLOOMINGTON YARD ZS127

(89.7)

SI-01 MAIN TRACK AUTHORITY

Interlocking Limits between:                             MP 36.8 and MP 37.9

TWC/ABS between:                 MP 37.9  and MP 62.6.

CTC between:             CP X063 and Bloomington (MP 126.6).

Yard Limits/ABS between:                         MP 36.7 and MP 36.8

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

36.7 and 126.4  
79  60(Except as Below)..................

PSGR FRTBetween Mileposts

36.7 and  37.1..................... 30  30 
37.1 and  37.2..................... 10  10 
37.2 and  37.4..................... 20  10 
37.4 and  37.8..................... 35  35 
37.8 and  39.8..................... 65  60 
45.7 and  46.0..................... 70  60 
51.9 and  52.9..................... 65  60 
52.9 and  53.0..................... 55  55 
72.8  (X).......................... 50  40 
123.8 and  126.3................... 40  25 

 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
Elwood and Normal ..................... 10

2. Dual Control Switch Turnouts
UD Tower - crossovers 130 and 131     
(MP 37.9), crossovers MP 38.0..........

       
10

CP X126................................ 30
       Entering Yard................... 10

3. Misc. Speed Restrictions (No Exceptions.)

SI-04 MAIN TRACK DESIGNATIONS
                         MP 36.7 and MP 36.8Two main tracks between:

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 44.0 
  #  62.8 

 (#) 80.4 
  #  96.6 

  (#) 115.1 

SI-08 RULES ITEMS
           Prior to setting out a loaded double 
stack and or multi-level car on a back track or 
industry track between Joliet and East St. Louis, 
crew member must determine track has sufficient 
overhead clearance to handle car.

Rule 1.36:

             At the following locations trains 
must stop before occupying the road crossing. 
Crew member must be on ground at the crossing to 
warn highway traffic. Train will proceed over the 
crossing on hand signals from that crew member. 
Then proceed at normal speed.
* MP 70.52, MP 71.14 and MP 71.95 
  on the siding at Dwight; 
* MP 82.7 on the siding at Odell; 
* MP 93.6 and MP 94.7 on the siding at Pontiac and
  MP 92.47 for NW movement out of siding;
* MP 107.5 on the siding at Ballard and 
  MP 108.9 for SW movement out of siding; 
* Between MP 123.3 and MP 124.7 
  (8 crossings) on the siding at Normal. 
* Southward movements out of yard at 
  Bloomington at MP 126.5 (Washington St.) 
  MP 126.5 (Washington St.) unless the crossing
  warning device is seen to be working after 
  occupying  main track. 

Rule 6.32.2:

SI-09 FRA EXCEPTED TRACKS
              All Yard TracksSouth Joliet:

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

. . .Cytex ............................... 38.8
ZS046Elwood .............................. 45.6
ZS049Prairie Creek ....................... 49.8
ZS055Hitt ................................ 54.5
NZ059Braidwood ........................... 58.8
. . .Bunge ............................... 88.6
. . .Donnley ............................. 91.3
ZS097Ocoya ............................... 97.8
ZS111Lexington ...........................110.5
ZS120Towanda .............................118.5
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JOLIET SUBDIVISION (0025) 29

SI-11 INDUSTRIAL LEADS
               Extends from UD Tower Interlocking 
Limits MP 37.9) for 1.5 miles, ABS, to MP 39.4 
(CN or Midwest Generation Power Plant trackage).
 
UD Tower operator controls movement into and out 
of Plaines Industrial Lead. 
Before initiating movement crew member must 
contact the EJ & E train dispatcher to determine 
if route is clear for movement. 
Trains may pass the ABS wayside signals 
(not UD interlocking signals) 
displaying a Red aspect without stopping. 
Rule 6.28 (Movement on Other than Main Track) 
applies regardless of signal indication. 
Maximum Speed ................ 10 MPH. 

Plaines:(0036)

 SI-12 TONNAGE RESTRICTIONS - None.

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                   Trains may operate between 
Joliet and UD Tower without a track warrant. A 
crew member must determine from the Control 
Operator at UD Tower if any track bulletins are 
in effect before occupying the track. Foreign 
railroads are governed by the CORA Operating 
Guide.  

Joliet - UD Tower:

                          on all foreign 
railroads will be governed by CORA Operating 
Guide.

Operation north of Joliet

                  CTC in effect on running track 
between CP X124 and CP X125, MP 124.8. Control 
point CP X125 on running track only.

Bloomington Yard:

                                                  
      
Elwood        45.2    45.7
Hitt          54.2    54.8

Sidings Switch MP Locations:
Station       NSS     SSS
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SPRINGFIELD SUBDIVISION (0029)32

Radio Display:
Bloomington to Iles - 7878 -*14

Hazel Dell to Valley Jct. - 3030 -*14

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC126.4 X126 BLOOMINGTON YARD ZS127
(0.1)

126.5 X127 BN TARGET
(2.2) (X) NS (M)

128.7 X129 CP X129
(10.0)

138.7 X139 McLEAN ZS141 12430
141.3 X141 (7.1)
145.8 X146 ATLANTA ZS146

(7.8)
153.6 X153 ATHOL ZS155 10010
155.7 X156 (2.8)
156.4 LINCOLN ZS156

(12.0)
168.4 X168 ELKHART ZS168 9625
170.4 X170 (12.6)
181.0 X181 RIDGLEY ZS183 10175T
183.4 X183 (4.1)
185.1 SPRINGFIELD ZS185

(2.3)
VIA187.4 X187 ILES ZS187
NS (1.5)

CTC188.9 X189 HAZEL DELL
(9.0)

197.9 X198 AUBURN ZS200 10505
200.1 X200 (12.5)
210.4 X210 GIRARD ZS211 9625!
212.6 X213 (2.7)
213.1 NILWOOD SM275

(10.1)
223.2 X223 CARLINVILLE ZS224 17490
226.7 X227 (13.1)
236.3 X236 SHIPMAN ZS238 11165
238.6 X239 (9.5)
245.8 X246 BRIGHTON ZS246

(3.5)
249.3 X249 GODFREY ZS252 13420
252.2 X252 (7.4)
256.8 ALTON ZS257

(2.7)KW

VIA262.1 X262 WANN ZS262 Yard
KCS (0.8)

262.9 WOODRIVER ZS263
(6.8) (X)NS(M)

269.7 I276 LENOX ZB277
(5.8) (M)

CTC275.5 X276 WR TOWER ZB283
2MT (2.5) (M)

278.0 X278 VENICE ZS278
(3.0)

VIA281.0 X281 Q TOWER ZB290
TRRA (0.4) (M)

281.4 HOLE-IN-THE-WALL ZB292
TWC (2.2)

283.4 VALLEY JCT.

D900
(157.2)

SI-01 MAIN TRACK AUTHORITY

CTC  between:              Bloomington and CP X187; CP X189 
and Wann; WR Tower and Q Tower.

Movements between CP X187 and CP X189                                      via NS

TWC between:             MP 281.4 and MP 283.4 Trk. 2 
(Trk. 1 contolled by KCS.)

Movements between Wann and WR Tower                                    
dispatched by KCS.

Movements between Q Tower and Hole-in-the-Wall:                                                
dispatched by TRRA West Belt Dispatcher

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

126.4 and 283.4  
79  60(Except as Below)..................

PSGR FRTBetween Mileposts

155.6 (X).......................... 40  40 
181.7 and  182.6................... 70  50 
182.6 and  186.5................... 25  25 
186.5 and  187.4................... 50  50 
210.5 (X).......................... 40  40 
226.7 and  233.9................... 65  60 
235.6 and  236.1................... 70  60 
250.5 and  250.7................... 70  60 
252.1 and  252.6................... 55  40 
254.4 and  254.9................... 70  60 
262.9 and  263.0   Trk1............ 40  40 
275.5 and  275.6   Trk1............ 25  25 
275.6 and  277.9   Trk1............ 40  40 
277.9 and  281.0   Trk1............ 25  25 
275.4 and  275.6   Trk2............ 25  25 
275.6 and  280.1   Trk2............ 60  60 
280.1 and  280.7   Trk2............ 40  40 
281.4 and  283.4................... 25  25 

 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
Ridgley, Shipman and Godfrey........... 10

2. Dual Control Switch Turnouts 
CP X278................................ 15
CP X187 and CP X189 (UPRR trains)...... 30

3. Misc. Speed Restrictions (No Exceptions)

SI-04 MAIN TRACK DESIGNATIONS
                         CP X262 and MP 283.4.Two main tracks between:

SI-05 MILEPOST EQUATIONS
MP 259.0 TO MP 262.0 = 0.5 MILES

SI-06 RCL OPERATIONS
                    St. Louis Terminal is a 
designated remote control area. St. Louis Terminal 
extends out to MP 252.0.

St. Louis Terminal:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
 (#) 133.8 
 (#) 147.6 
  #  163.4 
 (#) 176.6 

  #  191.1 
 (#) 202.5 
  #  214.6 
 (#) 229.9 

  (#) 239.8 
  (#) 255.6 
  (#) 272.7 

ST. LOUIS Area Timetable No. 3 -- Effective: 7/2/2006



SPRINGFIELD SUBDIVISION (0029) 33

SI-08 RULES ITEMS
             At the following locations trains 
must stop before occupying the road crossing. 
Crew member must be on ground at the crossing to 
warn highway traffic. Train will proceed over the 
crossing on hand signals from that crew member. 
Then proceed at normal speed.
 * Southward movements out of yard at Bloomington 
   at MP 126.5 (Washington St.) unless the 
crossing
   warning device is seen to be working after
   occupying main track.
 * MP 139.1, MP 140.9 and 141.16 on McLean siding;
 * MP 153.46 NW movement out of Athol siding;
 * MP 156.8 Havana Spur. 
 * MP 168.5 and MP 169.8 on Elkhart siding.

Rule 6.32.2:

           Diverging Clear.Rule 9.2.9: 
            Diverging Approach.Rule 9.2.11: 
                                  When authorized 
to pass an absolute signal displaying Stop 
indication, crew member must examine Leverman 
switch from the ground to see that route is 
properly lined and switch points are in proper 
position before movement is made over Leverman 
switch.

Rule 9.13.2 Ridgley Interlocking:

            At BN Target Interlocking Foul Time 
is issued for Cargill Lead separately. When it is 
necessary to work on or foul both main track and 
Cargill lead it will be necessary to request Foul 
Time on each track separately.

Rule 42.16:

SI-09 FRA EXCEPTED TRACKS
         Havana District TracksLincoln:
         Tracks No. 6 and 7.Ridgely:
                Tolson Main.East St. Louis:

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

ZS141F&S Fertilizer S.....................143.7
ZS150Lawndale ............................150.0
ZS155Kruger Elevator S....................153.5
ZS156Incon N..............................155.4
ZS156Havana District N....................156.8
ZS168Elkhart Grain .......................167.5
ZS185Midstates N..........................188.7
ZS207Virden S.............................207.0
ZS224Cisco N..............................221.5
ZS224QC Track S...........................223.6
ZS234Plainview N..........................234.3

SI-11 INDUSTRIAL LEADS
                    Extends from 
MP 149.3 (Madison - Sta.# ZB282) to 
MP 141.0 (end of track). 
FRA Excepted Track.

Business Tracks                                               MP      Sta.#'s

Granite City:(0023)

ALS  (X) (A).................... 147.8 C 009
Granite City  .................. 146.5 ZB282
Stallings  ..................... 144.0 SM329

             Extends from MP 262.1 (Wann) FOR 4.9 
miles to MP 257.2 (Alton - Sta.#ZS257). 
FRA Excepted Track.

Alton:(0032)

               
Extends from KC Jct.1.8 miles to Cockrell. 
FRA Excepted Track.

Airline:(0031)

              
Extends from MP 283.4-(Valley Jct. ) 3.8 miles to 
MP 287.2, (Church - Sta.#ZS287).
Movements must receive instructions from Valley 
Chief Clerk before entering. 
Crews operating at the west end of Cotton Belt 
Yard must call TRRA West Belt train dispatcher 
and UP Chief Clerk for permission to pull up to 
signal at Valley Jct. immediately before 
occupying West End lead.

Church:(0034)

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 tons between Wann and 
Valley Jct.
Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                  All train crews (including 
Amtrak) when lined into the yard or runner at 
Bloomington, prior to entering the yard, are to 
contact Train Dispatcher for instructions.
CTC in effect on running track between CP X124 
and CP X125, MP 124.8. Control point CP X125 on 
running track only.

Bloomington Yard:

                 Movements between Iles,
MP 187.4, Hazel Dell, MP 188.9, between KC Jct.,
MP 190.6 and Iles MP 187.4 will be governed by 
Norfolk Southern Railway Rules and Timetable. The 
NS train dispatcher can be contacted on radio 
channel 2222, DTMF 9-4-2.

Movements on NS:

                        Controlled by NS Luther 
Operator; Radio 2222, DTMF 5-5-5.
Phone (314) 679-1717 

Woodriver Interlocking:

                               Wann to WR 
Tower -  KCS dispatcher; Radio 9090 - tone 1;
WR Tower - TRRA Merchants dispatcher Radio 2626;
WR Tower to Q Tower - UPRR dispatcher Radio 3030;
Q Tower - TRRA West Belt dispatcher; Radio 2626;
Hole-in-Wall to Valley Jct. - UPRR dispatcher; 
Radio 3030; CP D900 controlled by West Belt 
dispatcher.

Operation Wann to Valley Jct.:
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PEQUOT SUBDIVISION (0028)36

Radio Display:
Pequot to Mazonia - 7878 -*14

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC56.9 PEQUOT ZT068
(2.4)

59.3 COAL CITY ZT066
(4.0)

63.3 X063 MAZONIA ZS063

(6.4)

SI-01 MAIN TRACK AUTHORITY

CTC:     Entire subdivision, trains must be granted 
verbal authority to enter the subdivision 
regardless of signal indication. When clear of 
the subdivision trains must report clear to train 
dispatcher.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

56.9 and 63.3  
60  60(Except as Below)..................

PSGR FRTBetween Mileposts

No exceptions...................... --  -- 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts
BNSF North Track through Turnout at 
Pequot.................................

       
10

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions (No Exceptions.)

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

SI-08 RULES ITEMS
             At the following locations, trains 
must stop before occupying the road crossing. 
Crew member must be on ground at the crossing to 
warn highway traffic. Train will proceed over the 
crossing on hand signals from that crew member. 
Then proceed at normal speed.
  5TH STREET         COAL CITY     MP  57.16 
  DIVISION STREET    COAL CITY     MP  57.56 
  E. SPRING RD       COAL CITY     MP  58.69
  E. REED ROAD       COAL CITY     MP  59.70
  BRACEVILLE ROAD    BRACEVILLE    MP  61.71 

Rule 6.32.2:

 SI-09 FRA EXCEPTED TRACKS - None.

 SI-10 BUSINESS TRACKS - None.

 SI-11 INDUSTRIAL LEADS - None.

 SI-12 TONNAGE RESTRICTIONS - None.

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS - None.
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MONTEREY SUBDIVISION (0021) 37

Radio Display:
Nilwood  to Monterey Jct. - 5252 -*14

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC89.2 NILWOOD SM275
(15.9)

105.1 MONTEREY JCT. SM289T

(15.9)

SI-01 MAIN TRACK AUTHORITY

TWC between            MP 89.2 and MP 105.1

Between Monterey Jct. and Monterey Mine:                                           Trains 
must contact the NS train dispatcher on NS Road 
Channel 2222, DTMF 9-4-6, for TWC authority 
before passing MP104.5.  TWC authority should be 
"Work Between Monterey Jct. and Exxon". If a 
different type authority is received, the NS 
train dispatcher must be notified.  Operation 
between Exxon and Monterey Mine is "Other than 
Main track".

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

89.2 and 105.1  
    40(Except as Below)..................

Between Mileposts

93.8 and  97.0.....................     25 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions (No Exceptions.)

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
  (#) 91.0 

SI-08 RULES ITEMS
          The normal position for the north leg 
of the wye switch (MP 104.9) at Monterey Jct. is 
for movement to Monterey Mine. The wye switch 
(inside switch to NS) must be left lined for the 
NS. 

Rule 8.3:

           Derail located at MP 89.2. Derail must 
be placed in derailng position and locked except 
to permit movement.

Rule 8.20:

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

SM284Womac S.............................. 99.8

 SI-11 INDUSTRIAL LEADS - None.

 SI-12 TONNAGE RESTRICTIONS - None.

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
         Exception 1 AppliesItem 2-C
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JEFFERSON CITY SUBDIVISION (0065)38

Radio Display:
Gratiot St. to Moreau - 7474 -*
Moreau to River Jct. - 2424 -*

WEST EAST Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

CTC0.0 D800 GRATIOT ST (M)
2MT

(2.3)
2.3 D802 GRAND AVE. MX002(M)

(4.6)
6.9 D007 MAPLEWOOD MX007X

(3.9)
10.8 D011 WEBSTER MX011X

(2.4)
13.2 D013 KIRK JCT. MX012

(7.6)
20.8 M021 KEEFER CREEK MX021X

(11.5)
32.3 M032 DOZIER MX031X

(2.4)
34.7 M035 PACIFIC (TRK.2)

(2.3)
37.0 M037 SUMMIT MX037X

(6.7)
43.7 M044 WEST LABADIE MX044X

(2.8)
46.5 M047 SOUTH POINT MX052X

(11.2)
57.7 M058 PACE MX058X

(15.2)
72.9 M073 BERGER MX074X

(13.0)
CTC85.9 M086 GASCONADE JCT. MX086

(4.7)
CTC90.6 M091 MORRISON JCT. MX091
2MT (11.4)

102.0 M102 AMES MX102X
(14.8)

CTC116.8 M117 BONNOT JCT. MX116
(0.5)

CTC117.3 M118 OSAGE JCT. MX117
2MT (7.0)

124.3 M124 MOREAU MX124X
(1.2)

125.5 JEFFERSON CITY MX125 YardT
(0.9)

126.4 M126 WEST DRILL (TRK.1)
(1.6)

128.0 M128 RIVER JCT. MX128X

(125.5)

SI-01 MAIN TRACK AUTHORITY

CTC between:             Entire Subdivision.

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

0.00 and 115.6  
75  60(Except as Below)..................

PSGR FRTBetween Mileposts

0.0 and  2.6....................... 30  30 
2.6 and  13.2...................... 50  40 
13.2 and  13.7..................... 30  30 
13.7 and  14.3..................... 60  50 
14.3 and  15.4..................... 65  50 
15.4 and  15.7..................... 65  60 
17.1 and  21.6..................... 70  60 
21.6 and  21.7..................... 60  55 
21.7 and  23.3..................... 70  60 
23.3 and  27.1..................... 60  60 
27.1 and  27.7..................... 60  55 
30.6 and  31.3..................... 65  55 
32.7 and  44.4..................... 70  60 
48.9 and  49.8..................... 65  60 
49.8 and  55.5..................... 70  60 
58.5 and  60.8..................... 70  60 
61.7 and  62.0..................... 55  50 
62.0 and  64.0..................... 55  55 
64.0 and  65.3..................... 60  55 
66.9 and  67.2..................... 70  60 
70.6 and  71.3..................... 60  60 
72.2 and  75.8..................... 55  50 
80.2 and  81.4..................... 50  50 
83.8 and  85.1..................... 55  55 
85.1 and  86.2..................... 70  55 
86.2 and  86.4..................... 60  55 
86.4 and  87.9..................... 65  55 
87.9 and  89.3..................... 40  40 
89.3 and  89.7..................... 60  55 
89.7 and  92.2..................... 70  60 
92.2 and  93.1..................... 60  55 
93.1 and  94.4..................... 70  60 
97.5 and  97.7..................... 60  55 
106.9 and  107.1................... 60  55 
107.1 and  108.9................... 70  60 
108.9 and  109.1................... 65  60 
111.2 and  111.4................... 65  60 
113.8 and  114.2................... 65  60 

115.6 and 128.1  
75  55(Except as Below)..................

PSGR FRTBetween Mileposts

115.6 and  116.7................... 55  55 
116.7 and  118.6................... 60  55 
118.6 and  121.6................... 70  55 
123.6 and  124.7................... 65  55 
126.0 and  126.8................... 45  40 
126.8 and  128.1................... 65  55 
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JEFFERSON CITY SUBDIVISION (0065) 39

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts
CP D007, CP M021;                      
CP M032 (east crossover);              
CP M037 (east crossover); CP M073;     
CP M086; CP M091; CP M102; CP M117;    
CP M118; CP M128 (east crossover)......

       
       
       
       
40

CP M035................................ 25
Through turnouts Grand Ave. 
Interlocking...........................

       
15

3. Misc. Speed Restrictions (No Exceptions.)

SI-04 MAIN TRACK DESIGNATIONS
                         
Gratiot St. and River Jct. 
(except between Gasconade Jct. and Morrison Jct.
and between Bonnot Jct. and Osage Jct.).

Two main tracks between:

SI-05 MILEPOST EQUATIONS
MP 52.5 = MP 55.0

SI-06 RCL OPERATIONS
                    St. Louis Terminal is a 
designated remote control area. St. Louis Terminal 
extends out to MP 8.5.

St. Louis Terminal:

SI-07 ITEM 13 TRAIN DEFECT DETECTORS
  (#) 12.2 
  (#) 28.7 
  (#) 41.2 
  (#) 49.3 

  (#) 71.0 
  (#) 84.6 
   %  92.7 
  (#) 95.9 

  (#) 109.2 
   %  113.0 
  (#) 120.3 

SI-08 RULES ITEMS
               
Item 9 of the System Special Instructions applies:
 * At and between 
St. Louis, MP 0.0 and Kirkwood, MP 14.0 Geyer Rd. 
However whistle must be sounded at 
Rock Hill Road, MP 10.5, between 0700 and 1900.

 * At MP 114.15, crossing DOT 442823N, Bonnot's 
Mill. However whistle must be sounded between 
0700 and 2200.

Rule 5.8.2(7):

               Westward trains moving from the 
BNSF connection track at CP M035 must stop before 
occupying the road crossing at MP 34.73 (Olive 
Street) and crew member must be on ground at the 
crossing to warn highway traffic unless the 
crossing warning device is seen to be working 
after occupying UP main Track 2.

Rule 6.32.2 A:

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

MX008Lake Jct. - Trk 1 E.................. 8.4
MX013Kirkwood ............................ 13.4
MX016Barretts - Trk.1 - W................. 16.8
MX018Valley Park - Trk.2 - E.............. 18.9
MX029Eureka - Trk 2 W..................... 27.9
MX036Pacific - Trk 1 ..................... 34.8
MX040Gray Summit - Trk.2 - E.............. 39.9
MX054Washington - Trk 2 .................. 51.7
MX067New Haven - Trk 1 & 2 W.............. 67.3
MX080Hermann - Trk.2 - E.................. 81.0
MX100Chamois - Trk 1 & 2 (Trk 2 - W) .....100.2
MX112Bonnot's Mill - Trk.2 - E............113.0
MX119Command Web - Trk.2 - E..............119.2

SI-11 INDUSTRIAL LEADS
               Off main at CP M044. 
Extends from West Labadie MP 0.0 to MP 5.75. 
Maximum Speed: Loaded .. 5 MPH
               Empty ... 10 MPH

Labadie:(0068)

            Off Track 1 at MP 8.4. 
Extends from Lake Jct. MP 8.4 2.0 miles to MP 10.5
Maximum speed 5 MPH. FRA excepted track. 
Restricted to four axle units.

Lake:(0066)

               Extends from MP 126.0 track 2. 
West Main Street- stop and protect. Do not occupy 
crossing at Dix Road, Industrial Drive or Highway 
179 until rotating white light on top of signal 
case is lighted. If not lighted after two 
minutes, crew member must protect crossing. Split 
point Derail located between Industrial Blvd. and 
Brooks St., East of Convenience Store. Crews 
using this Spur will be required to line derail 
behind them while switching only if cars are to 
be switched to main track or run around track is 
being used. When making straight deliveries or 
pick-ups, it will not be required to be lined 
behind while Spur is being used. Restricted to 4 
axle units west of Industrial Drive.

Bagnell:(0071)

SI-12 TONNAGE RESTRICTIONS/TPOB
                      143 Tons.Maximum gross weight:

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
               at Kirkwood, Washington and 
Hermann are not considered delayed after making a 
scheduled stop of less than five minutes and 
experiencing no other delays.

AMTRAK Trains:

                       controlled by TRRA West 
Belt train dispatcher.
Gratiot St. (CP D800):

                Trains except AMTRAK must secure 
track warrant before leaving Jefferson City.
Jefferson City:
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NEW MADRID SUBDIVISION (0443)42

Radio Display:
End of track to Malden Jct. -1414

WEST EAST Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC30.5 End Of UP Track
(6.2)

36.7 LILBOURN XC021

(27.2)

SI-01 MAIN TRACK AUTHORITY

TWC between            MP 30.5 and MP 36.7

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

30.5 and 36.7  
    25(Except as Below)..................

Between Mileposts

30.5 and  34.2.....................     10 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions (No Exceptions.)

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

 SI-08 RULES ITEMS - None.

 SI-09 FRA EXCEPTED TRACKS - None.

 SI-10 BUSINESS TRACKS - None.

 SI-11 INDUSTRIAL LEADS - None.

SI-12 TONNAGE RESTRICTIONS/TPOB
                     158 TonsMaximum Gross Weight

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

SI-14 MISC. INSTRUCTIONS
                   enroute to AEI Coal Plant 
follow this procedure before departing Dexter and 
inform the plant of your approximate arrival time:
1.Between 1900 and 0700-Contact the plant at this 
number ...(573)643-2211(ext 217);
2.Between 0700 and 1900-Contact the plant at this 
number...(573)643-2211(ext 220).

Loaded Coal Trains

                       
Telephone number for BNSF train dispatcher: 
(817) 243-6155 - Days; (817) 234-6154 - Nights.

BNSF train dispatcher:
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SIKESTON SUBDIVISION (0404) 43

Radio Display:
 - --

SOUTH NORTH Siding
 Feet

Rule
 6.3

CP 
#'s

Sta.
 #'s

Mile
Post STATIONS

Track 
Layout

TWC211.1 BNSF CROSSING (X) (A
(19.9)

191.2 D171 DEXTER JCT. XD026

(19.9)

SI-01 MAIN TRACK AUTHORITY

TWC between:             MP 211.1 and MP 191.2

SI-02 MAXIMUM SPEED TABLE
Maximum Speed MPH

211.1 and 191.2  
    25(Except as Below)..................

Between Mileposts

211.1 and  209.9...................     20 
 

SI-03   OTHER SPEED RESTRICTIONS
MPHMaximum Speed

1. Thru Sidings & Turnouts (No Exceptions.)

2. Dual Control Switch Turnouts (No Exceptions.)

3. Misc. Speed Restrictions (No Exceptions.)

 SI-04 MAIN TRACK DESIGNATIONS - None.

 SI-05 MILEPOST EQUATIONS - None.

 SI-06 RCL OPERATIONS - None.

 SI-07 ITEM 13 TRAIN DEFECT DETECTORS - None.

 SI-08 RULES ITEMS - None.

 SI-09 FRA EXCEPTED TRACKS - None.

SI-10 BUSINESS TRACKS
Track Name  MP       STA. #'S

XD026Tyson Foods .........................191.3
XD030Essex ...............................195.6
XD033Hunterville N .......................198.7

XD040 Morehouse ...........................205.4

SI-11 INDUSTRIAL LEADS
            Off main track at MP 211.1. Extends 
5.1 miles from MP 211.1 to MP 216.2 (end of 
track).
FRA Excepted Track.

Sikeston:
Approach Kings Highway and Sunset Dr. prepared to 
stop for highway traffic.

US Highway 61:
A rotating white light is located in the 
southwest quadrant of the crossing which will 
light, and rotate, after all signals governing 
vehicular traffic are displaying red aspect.

Trains and engines must approach crossing 
prepared to stop until rotating white light is 
seen to be operating. If, after waiting two 
minutes and the rotating white light does not 
operate, before proceeding, a crew member must be 
on the ground to warn highway traffic until 
crossing is occupied. 

A push button box is located 352 feet west of the 
crossing. Before switching on the main track 
between the push button and within 50 feet of the 
crossing, a member of crew must operate the push 
button. This will time out the rotating white 
light at the crossing for 16 minutes and allow 
the highway traffic to move normally. If the 
switching requires more than 16 minutes, the push 
button must be operated again. If the switching 
is completed prior to the expiration of the 16 
minutes, the train must then stop within 50 feet 
of the crossing, and wait until such time as the 
rotating white light begins operating before 
occupying the crossing.

Business Tracks                                               MP      Sta.#'s

Miner:(409)

Miner  ......................... 214.5 XD049
Sikeston  ...................... 211.4 XD046

 SI-12 TONNAGE RESTRICTIONS - None.

 SI-13 TRAIN MAKE-UP RESTRICTIONS - None.

 SI-14 MISCELLANEOUS INSTRUCTIONS - None.
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Min Sec. Miles Min. Sec Miles Min Sec. Miles Min. Sec Miles
Per Per Per Per Per Per Per Per Per Per Per Per
Mi. Mi. Hour Mi. Mi. Hour Mi. Mi. Hour Mi. Mi. Hour

1 6 54.5 1 21 44.4 1 35 37.9
0 45 80.0 1 7 53.7 1 22 43.9 1 40 36.0
0 48 75.0 1 8 52.9 1 23 43.4 1 45 34.3
0 50 72.0 1 10 51.4 1 24 42.9 1 50 32.7
0 52 69.2 1 11 50.7 1 25 42.4 1 55 31.3
0 54 66.6 1 12 50.0 1 26 41.9 2 0 30.0
0 56 64.2 1 13 49.3 1 27 41.4 2 5 28.8
0 58 62.0 1 14 48.6 1 28 40.9 2 10 27.7
1 0 60.0 1 15 48.0 1 29 40.4 2 15 26.7
1 1 59.0 1 16 47.4 1 30 40.0 2 20 25.7
1 2 58.0 1 17 46.7 1 31 39.6 2 25 24.8
1 3 57.1 1 18 46.1 1 32 39.1 3 0 20.0
1 4 56.2 1 19 45.6 1 33 38.7 4 0 15.0
1 5 55.3 1 20 45.0 1 34 38.2 6 0 10.0

Continental Time Conversion Chart

1:00 AM 0100 1:00 PM 1300
1:30 AM 0130 1:30 PM 1330
2:00 AM 0200 2:00 PM 1400
3:00 AM 0300 3:00 PM 1500
4:00 AM 0400 4:00 PM 1600
5:00 AM 0500 5:00 PM 1700
6:00 AM 0600 6:00 PM 1800
7:00 AM 0700 7:00 PM 1900
8:00 AM 0800 8:00 PM 2000
9:00 AM 0900 9:00 PM 2100

10:00 AM 1000 10:00 PM 2200
11:00 AM 1100 11:00 PM 2300
11:59 AM 1159 11:59 PM 2359

Noon 1200 Midnight 0000 (new date)
12:01 PM 1201 12:01 AM 0001

TABLE OF TRAIN SPEEDS
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